Approval

Confirmation

Making

BSETTING

e Station settings
Configure on the station

o WEB settings

Configure using a PC

System requirements

Network Ethernet (10BASE-T, 100BASE-TX)

Microsoft Edge / Internet Explorer 10.0, 11.0 / Mozilla Firefox 59, 60(TLS1.0.

1.1 or 1.2 enabled)

® Using the “IX Support Tool” application
Install the application on a PC and use to create the setting file for all stations.
Refer to “EIX SUPPORT TOOL”

WX SUPPORT TOOL

e System requirements

Windows 7 Professional, Windows 7 Enterprise, Windows 7 Ultimate
Windows 8, Windows 8 pro, Windows 8 Enterprise
0S Windows 8.1, Windows 8.1 pro, Windows 8.1 Enterprise
Windows 10 Home, Windows 10 pro, Windows 10 Enterprise
Windows 10 Education

CPU 32 bit (x86) processor or 64 bit (x64) processor of 1 GHz or higher
Memory 4 GB RAM or higher

Screen resolution | 1280x768 or greater

Web browser

® Functions
— Settings(Table View):--Al| stations in the system can be configured from the Settings
window.
- Settings (Station View)---Configure each station in the system individually.
- Setting File Download:--Store the Settings File
- Setting File Upload---Upload the Settings File
- Station Search---Search the stations in IX System connected in the network to show the |ist.
- Station Replacement---this feature to replace a station.
- Restore System Settings-:-If the setting file is lost, the setting file can be restored.
- Update Firmware---Update the firmware for the station.
® Restrictions
- If the station was configured or modified using the web interface, the setting file cannot
be downloaded using the IX Support Tool.

WX SUPERVISION TOOL

Install the application on a PC and use to Line supervision and devicw check for stations.
® System requirements

Windows 7 Professional, Windows 7 Enterprise, Windows 7 Ultimate
Windows 8, Windows 8 pro, Windows 8 Enterprise
0S Windows 8.1, Windows 8.1 pro, Windows 8.1 Enterprise
Windows 10 Home, Windows 10 pro, Windows 10 Enterprise
Windows 10 Education

CPU 32 bit (x86) processor or 64 bit (x64) processor of 1 GHz or higher
Memory 4 GB RAM or higher

Screen resolution |1280x768 or greater

® Functions

- Line Supervision---By checking the response to a ping, this feature confirms that the
station is properly connected to the network.
- Device Check---This function to determine whether stations are operating normally or
malfunctioning.
- Download Video and Audio---To download recordings of the Door Stations.
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