%EX. NUTS & FLAT WASHERS

STILE WIDTH

MINUS 1%

(2) % —16X6" LONG

SLOTTED STUDS

DRILLED & TAPPED

SUPPORTING BEAM

14

STILE COVER BASE

,,J\ﬁ,,
NOTE !

STILE TO BE OF #20 GA. VENEER
STEEL CONSTRUCTION LAMINATED

10 A HONEYCOMB CORE AND COVERED
EXTERNALLY WITH HIGH PRESSURE
LAMINATED PLASTIC.

TYPE P.I.—C.5. STILE

ANCHOR CHANNEL CLAMP /H/'L

5

| |
W e | J\ 1 S
o - ,,
— STAINLESS STEEL Wj/qg
N1

FASTENING ASSEMBLY

BY OTHERS

L3 HEX, NUTS &

LOCKWASHERS

—%—#16

HEX. NUTS

STILE
- (SEE NOTE ABOVE

FOR CONST. DETAILS)

P @ =—1"_"U" BRACKET
é\ (3 PER PANEL)
(4) #14 X %PHILLIPS

BINDING HEAD S.M.S.
(2) #14 X 1% PHILLIPS PAN
HEAD SCREWS

W

o —

W

s

—

SEE DETAILS ABOVE
——

W /PLASTIC
ANCHORSJ'%

\ —_—
%PARTCAL BOARD

J;\/

OR PLYWOOD CORE

‘ 1T
PANEL/

(2) #14 XZPHILLIPS
PAN HEAD S.M.S.

STANDARD WALL BRACKET

(2) PER PANEL B

TYPE P.L.—C.5. STILE & PANEL INSTALLATION

3" TYPICAL

/ )
\
- \ /
© —~— OPEN—=
9 OPEN
jis - s~
PARTICLE BOARD OR
PLYWOOD CORE PANEL)
[e
o SEE LAYOUT FOR DIM.
o, A )
. b 5\ fe)
© 0 \ 19)
.\‘ .
- (} B
P s
™ }
. - OPEN—=—
A.S.P.C.
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