OPERATOR BOLSTER CONCRETE FILL ALL VERTICAL CAVITIES

(TYP. FOR OPERATOR AND YOKE ENDS) CONCRETE PAD
L %j/ UNSECURED SIDE \FE
H— - — —— =211 60"
64" |
g] LEFT HAND SECURED SIDE
i OPERATOR
T L
N YOKE BOLSTER
CLEAR OPENING VARIES
100" PAD TO PAD VARIES 60"
NOTE:
SEE FOUNDATION PLAN VIEW
CONDU|TF|,_%|21T\$|S?1§ OPTIONAL GATE IS FOR ANTI-PERSONEL
OPTIONAL WARNING LIGHTS [ CLIMB OVER/UNDER ONLY.
GATE LENGTH VARIES |
BARRIER SCREEN ‘ / ‘
| PIN TO PIN VARIES / VOKE
GATE GUARD
@2 1/2" HIGH STRENGTH 4140
/ STEEL PINS (AT BOTH ENDS)
HEIGHT || L i::#
VARIES I B O O [
Bl =
— 421/2"
(REF.)
|
[ a
S N
6" RAISED PAD [L . OPTIONAL ASTM D4956 AND MUTCD — | | !
T COMPLIANT REFLECTIVE TAPE ! o !
| | | | n
OPERATORPAD | | | | P | o
| | |
P ELEVATION VIEW ! b !
,,,,,,,,,,,,,,,, R R B AR
7777777777777777777777 B VIEWED FROM THE SECURED SIDE T
NOTES: 6" LEVELING PAD (TYP.) ]
1) ALL OF OUR GATES ARE TYPICALLY DRAWN FROM THE PRIVATE SIDE, LOOKING OUT.
2) LENGTH AND HEIGHT VARIES, CONSULT WITH AUTOGATE SALES FOR MORE INFORMATION.
3) CONTOURS AND CURBS WILL REQUIRE CUSTOM DRAWINGS. (CONSULT WITH AUTOGATE). NOTICE | Date:  08/11/16 AutoGate
O T Dm.By: MKS W] Gote Entry Systems
DISCLOSURE Ok cOPvING 07| Cied. By: - WAR ‘m m'{,’;ﬂ's%‘:
DO NOT SCALE UNLE:‘“ mYm;ZIFIED Dwg.: M30 Shield - Buckeye.dwg
[ Rev.: [ Descrigtion: [Date: | Dm. By: [Ckd. By: |~ DIMENSIONS ARE IN INGHES )
I B . et SESE | Title: M30 Shield Crash Gate, LH Buckeye VPG

E\AutoCAD Drawings\CAD-DETAILS\M30 Shield Buckeye.dwg




	M30 Shield Buckeye
	SITE


