
TOP OF NEW DECK

TOP OF PEDESTAL

RE-INSERT REMOVED TABS AND ADHERE

IN-BETWEEN PAVERS TO MAINTAIN

SPACING (TYP) SEE NOTE 4.

VERSADJUST PEDESTAL PLACED

UPSIDE-DOWN W/ TABS REMOVED

ADHERE MULTIPLE SHIMS TOGETHER

UNDER PEDESTAL

VB SLOPE COMPENSATION

MAX. GAP 1/8" WIDTH AT PERIMETER (TYP)

VERSADJUST PEDESTAL(S)

REMOVE EXTRA TABS ON PEDESTALS

AROUND PERIMETER AS NEEDED (TYP)

NARROW CUT PAVER PERIMETER PLACEMENT

TOP OF NEW DECK

TOP OF PEDESTAL

B

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS

1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.

2. DRAWINGS NOT TO SCALE.

3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com
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V-043

PERIMETER PLACEMENT

CANT STRIP AND CUT PAVER PERIMETER PEDESTAL PLACEMENT

PAVER(S)

CAVITY HEIGHT

TOP OF NEW DECK

TOP OF PEDESTAL

SLOPE TO DRAIN INSULATION

ROOF DECK

TYPICAL 40 PSI BEARING SURFACE

RE-INSERT REMOVED TABS AND ADHERE

IN-BETWEEN PAVERS TO MAINTAIN

SPACING (TYP) SEE NOTE 4.

MAX. GAP 1/8" WIDTH AT PERIMETER (TYP)

VERSADJUST PEDESTAL(S)

PAVER(S)

ADHERE CUT PAVERS TO THE

TOP OF PEDESTAL

SLOPE TO DRAIN INSULATION

ROOF DECK

TYPICAL 40 PSI BEARING SURFACE

CAVITY HEIGHT

MAX. GAP 1/8" WIDTH AT PERIMETER (TYP)

REMOVE EXTRA TABS ON PEDESTALS

AROUND PERIMETER AS NEEDED (TYP)

VERSADJUST PEDESTAL(S)

VB SLOPE COMPENSATION

SLOPE TO DRAIN INSULATION

ROOF DECK

TYPICAL 40 PSI BEARING SURFACE

ROOFING OR WATERPROOFING

MEMBRANE

CAVITY HEIGHT

ROOFING OR WATERPROOFING

MEMBRANE

PAVER(S)

ROOFING OR WATERPROOFING

MEMBRANE

4. "ADHERE" - INSTALLER MUST ADHERE WITH POLYURETHANE CONSTRUCTION ADHESIVE.


