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ADD EXTRA

PEDESTAL(S) AT

PERIMETER BENDS

(W/ TABS REMOVED)

VERSADJUST PEDESTAL(S)

PAVER(S)

MAX. GAP 1/8" WIDTH

AT PERIMETER (TYP)

REMOVE EXTRA

TABS ON

PEDESTALS

AROUND

PERIMETER AS

NEEDED (TYP)

ADHERE SMALL

PAVERS TO TOPS

OF PEDESTAL

SEE NOTE 4

ADD EXTRA PEDESTALS UNDER

TRIANGULAR SHAPE CUT PAVERS

TO PREVENT ROCKING (TYP)

ADD EXTRA

PEDESTALS TO

SUPPORT NARROW

PAVERS

RE-INSERT REMOVED

TABS AND ADHERE

IN-BETWEEN PAVERS

(TYP)

S
L
O

P
E

VALLEY LINE

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS

1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.

2. DRAWINGS NOT TO SCALE.

3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com

COPYRIGHT 2/1/2012 BISON INNOVATIVE PRODUCTS, INC. ALL RIGHTS RESERVED.

REISSUED 11/01/2012

V-044

RADIUS PERIMETER PEDESTAL PLACEMENT

PEDESTAL PLACEMENT AT RADIUS PERIMETERS

MAX. GAP 1/8" WIDTH AT

PERIMETER (TYP)

ADHERE SMALL CUT PAVERS

TO PEDESTAL(S)

REMOVE EXTRA TABS

ON PEDESTALS AROUND

PERIMETER AS

NEEDED (TYP)

PAVER

VERSADJUST

PEDESTAL

ADHERE SHIMS UNDER

CUT PEDESTAL FOR

SLOPE COMPENSATION

VB FOR SLOPE

COMPENSATION

RE-INSERT REMOVED TABS AND ADHERE

IN BETWEEN PAVERS TO

MAINTAIN SPACING (TYP)

CUT LINES ON

BOTTOM OF

PEDESTAL

CUT PEDESTAL BASE

ALONG CUT LINES

(SEE RIGHT)

REMOVE VB LEVELING BASE

AND CUT ALONG SCORE LINES

TOP OF NEW DECK

TOP OF PEDESTAL

CAVITY HEIGHT

4. "ADHERE" - INSTALLER MUST ADHERE WITH  POLYURETHANE CONSTRUCTION ADHESIVE.


