
TWO FLEXIBLE SHIMS (B11) OR PS1s (MAX.) FOR PRECISE ALIGNMENT

MAXIMUM GAP OF 1/8" WIDTH

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS

1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.

2. DRAWINGS NOT TO SCALE.

3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com

COPYRIGHT 2/1/2012 BISON INNOVATIVE PRODUCTS, INC. ALL RIGHTS RESERVED.
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WOOD TO PAVER TRANSITTIONS

DECKING MATERIAL CHANGE TRANSITIONS


