
METAL TUBULAR POST. MAY USE OTHER TYPES OF METAL

POSTS -  REFER TO CATALOG FOR LIST OF

RECOMMENDED MINIMUM SIZES. (FOR WOOD POSTS SEE

NOTE AT BOTTOM)

CABLE

FOR GUARDRAIL INFILL

SPACE CABLES

MAXIMUM 3"O.C.

END FITTINGS:

END CAP - STAINLESS STEEL OR COLORED

POLYETHYLENE 3/4"O.D. NYLON FLAT WASHER.

DRILL HOLES THROUGH POST. 

CONFIRM DRILL DIAMETER

WITH MANUFACTURER.

STAINLESS STEEL

NOTE: TERMINATION DETAIL SIMILAR FOR WOOD POSTS 

BUT WOULD REQUIRE A 1"O.D. FLAT WASHER

FOR EXTRA BEARING SURFACE ON THE 

OPTION: IN WOOD POSTS ONLY,

DRILL HOLES CAN BE ENLARGED

TO COUNTERSINK FITTINGS

FLUSH WITH WOOD FACE.

QUICK-CONNECT

®

 INSET FITTING - HORIZONTAL TERMINATION ON METAL POST

QUICK-CONNECT

®

 INSET FITTING.

HEAD OF THE QUICK-CONNECT

®

 INSET FITTING.
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