
FOR GUARDRAIL IN-FILL

SPACE CABLES

MAXIMUM 3"O.C.

SLEEKLINE BALL END TURNBUCKLE - HORIZONTAL TERMINATION ON METAL POST

METAL TUBULAR POST (NOT RECOMMENDED FOR WOOD POSTS)

NOTE: OTHER TYPES OF METAL POSTS MAY BE USED.

REFER TO CATALOG FOR LIST OF RECOMMENDED MINIMUM SIZES &

TYPES.

SLEEKLINE BALL END TURNBUCKLE, STAINLESS STEEL.

CABLE

DRILL 5/16"

HOLES

1/4"Ø SHAFT

SCREW-ON

TURNBUCKLE

BALL END

IF DESIRED, BALL ENDS CAN BE

SLIGHTLY RECESSED INTO THE

POST BY COUNTERBORING WITH A

9/16" DRILL

(DETAILS TYPICAL FOR 1/8", 3/16")

THIS DRAWING IS THE PROPERTY OF FEENEY INC.  ANY REPRODUCTION OF THIS DOCUMENT WITHOUT THE EXPRESSED WRITTEN CONSENT OF FEENEY INC. IS STRICTLY PROHIBITED.

DATE:

PAGE:

REV:

BY:

CHK:

CableRail Reference Drawing:

SLEEKLINE BALL END TURNBUCKLE - LEVEL TERMINATION

05/15/13

1 of 1

B (12/08/17) MRJ

DSY

BWA

2603 Union St., Oakland, CA 94607

P: 800-888-2418  F: 510-893-9484

www.feeneyinc.com


	Sheets and Views
	Sleekline Ball End Turnbuckle - Level Termination


