SLEEKLINE JAW TURNBUCKLE - HORIZONTAL TERMINATION ON POST/WALL

(DETAILS TYPICAL FOR 1/8", 3/16")

CENTER
PIN

FACE OF METAL POST (SEE NOTE AT BOTTOM FOR WOOD POSTS)

WELDED METAL TAB WITH HOLE FOR ATTACHING
CLEVIS PIN. (OPTIONS: EYE BOLT, WELDED PAD EYE
OR WELDED HALF LINK). CONFIRM SIZES WITH
MANUFACTURER OR ENGINEER.

CABLE

SLEEKLINE JAW TURNBUCKLE, STAINLESS STEEL.

180° PIVOT FOR STAIRS OR
OTHER ANGLED CONDITIONS.

FOR GUARD

RAIL IN-FILL

SPACE CABLES

MAXIMUM 3"0.C.
o) =
NOTE: TERMINATION DETAIL SIMILAR FOR
WOOD POSTS USING EYE BOLT OR LAG EYE.

. L DATE: 05/15/13 ey
CableRail Reference Drawing: PAGE. Tof 1 feeney- =’
SLEEKLINE JAW END TURNBUCKLE - LEVEL TERMINATION REV. BU2OBINMRI e sw
THIS DRAWING IS THE PROPERTY OF FEENEY INC. ANY REPRODUCTION OF THIS DOCUMENT WITHOUT THE EXPRESSED WRITTEN CONSENT OF FEENEY INC. IS STRICTLY PROHIBITED. CHK BWA P 800-38\/?\;52315]93n5€1.g;)8n33-9484




	Sheets and Views
	Sleekline Jaw End Turnbuckle - Level termination


