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ANGLED LADDER WITH 8ft WALKWAY KIT
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1 / 32SCALE

3rd ANGLE PROJECTION

FLOOR SUBSTRATE TYPE (I.E. ROOF MEMBRANE, CONCRETE, METAL, ROOF, ETC.)

WALL TO CENTRELINE OF LADDER.  OSHA 1910.23(D)(2) STATES THAT THE 
DISTANCE FROM THE CENTRELINE OF THE RUNGS TO THE NEAREST 
PERMANENT OBJECT SHALL NOT BE LESS THAN 7".  OSHA ALSO REQUIRES A 
PLATFORM IF THE DISTANCE EXCEEDS 12".  PLEASE STATE WIDTH OF ANY 
GUTTER OR OBJECT (E.G. GUTTER 9" WIDE).  FIXFAST WILL ENSURE THAT THE 
CORRECT BRACKET IS PROVIDED

WALL SUBSTRATE TYPE (I.E. BRICK, CONCRETE BLOCK, METAL SLIDING, ETC)

LOWER LEVEL TO UPPER LEVEL WALKING/WORKING HEIGHT
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WALL SUBSTRATE TYPE (B)

FLOOR SUBSTRATE TYPE (D)

LADDER SUPPLIED IN KIT FORM.  LADDER BASE IS DESIGNED TO BE
CUT TO REQ. HEIGHT ON-SITE.  TOP RUN MUST BE LEVEL WITH 

WALKING/WORKING SURFACE OR PLATFORM

2-1/4" x 1-1/2" x 1/8" LADDER STILE
ALUMINUM 6106-T6

1-1/4"  SQ. SERRATED RUNG (TYP) 
ALUMINUM 6106-T6,  WELDED TO STILES

LADDER BODY CONNECTED WITH 
SPLICE JOIN SEE TYP. DETAIL FOR 
FURTHER INFORMATION

243
16 in

2311
16 in

LD419S FLOOR MOUNT BRACKET SHOWN
VARIOUS MOUNTING OPTIONS AVAILABLE

LADDER RUNG

AVAILABLE LADDER KITS
CODE HEIGHTS UP TO
RL23.047 47" (3' 11")
RL23.94 94" (7' 10")
RL23.141 141" (11" 9")
RL23.188 188" (15' 8")
RL23.234 234" (19' 6")
RL23.283 283" (23' 7")

2" ROUND HANDRAIL TUBE, ALUMINUM 6106-T6
2No. #10 x 5/8" S.S. SELF TAPPING SCREWS PER POST

1-5/8" ROUND KNEERAIL TUBE, ALUMINUM 6106-T6
2No. #12 x 2" S.S SELF TAPPING SCREWS PER POST

2-1/4" x 1-1/2" x 1/8" EXTRUDED POST
ALUMINUM 6106-T6

VARIOUS MOUNTING OPTIONS AVAILABLE
FOR METAL, STANDING SEAM & MEMBRANE 
ROOF SYSTEMS

12 in MAX

39 in
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165
16 in

WALL TO  OF LADDER (C)

75°

EQUAL SPACING (MAX 96in CNTRS)

LD421.280 WALL FIXING BRACKET AS STANDARD
OTHER FIXING BRACKETS AVALIABLE TO MEET

SPECIFIC APPLICATIONS

LD421.600 ADJUSTABLE FIXING BRACKET
AS STANDARD. OTHER FIXING BRACKETS AVAILABLE
TO MEET SPECFIC APPLICATIONS


