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PARTS LIST

DESCRIPTIONPART NUMBERITEM

CHANNELAL7291
CHANNELAL7292
CHANNELAL7293
TUBEAL7664
KATTSAFE HANDRAIL TUBEGW3745
KATTSAFE KNEERAIL TUBEGW3756
KATTSAFE HANDRAIL BRACEGW3847
KATTPOINT - DOUBLE STUD PLATEKP34008
3/8 IN x 7/8 IN S/S FLAT WASHER8SD380029
3/8 IN S/S HEX NUT8SD3800310
3/8 IN S/S LOCK WASHER8SD3800511
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KATTSAFE TOPMOUNT ROOF GUARDRAIL FOR MEMBRANE ROOF SYSTEMS
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NOTES:
 
1. ALL HARDWARE IS TO BE STAINLESS STEEL
2. INSTALLATION SHALL COMPLY WITH MANUFACTURER INSTRUCTIONS & OSHA REGULATIONS
3. THE KATTPOINT ANCHORS ARE SUPPLIED WITH ALL MAJOR ROOFING MANUFACTURERS MEMBRANES PRE-ATTACHED, 

SPECIFY ROOF MEMBRANE TYPE, COLOR AND BRAND UPON ORDER
4. WHERE HANDRAIL & KNEERAIL ARE JOINED, AN INTERNAL SPLICE IS REQ (SEE DWG FFUSA-1013)
5. ALL CORNERS ARE TO BE JOINED BY KATTSAFE ADJUSTABLE HANDRAIL & KNEERAIL ELBOWS (SEE DWG FFUSA-1013)
6.    ALL EXPOSED HANDRAIL & KNEERAIL ENDS TO BE TERMINATED WITH END CAPS OR CLOSURE BENDS. 
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8SD90720 TEK SCREW
EACH SIDE

19 12"

2 SD90748 TEK SCREWS

2" ROUND HANDRAIL TUBE, ALUMINUM 6106-T6, 
2No. #10 X 58" S.S. SELF TAPPING SCREWS PER POST

1-5
8" ROUND KNEERAIL TUBE, ALUMINUM 6106-T6

2No. #12 X 2" S.S. SELF TAPPING SCREWS PER POST

42" 3"

2-14 " X 1-12" X 18"  TUBE, ALUMINUM 6061-T6

2-1/2" x 1-1/2" x 1/8" CHANNEL ALUMINUM 6106-T6
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2

GW374

GW375

7

10ft (120") MAX
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GW384

9

11
10

15 in

18 in

KATTPOINT DOUBLE STUD PLATE
MOUNTING HARDWARE SPECIFIC TO

ROOF SUBSTRATE TYPE. SEE TABLE A

TABLE A
ROOF SUBSTRATE HARDWARE
METAL DECK (24ga MIN) (8) #14 or #15 ROOFING FASTENERS
CONCRETE DECK (6) #14 CONCRETE FASTENERS
WOOD DECK (1/2in THICKNESS MIN) (8) #14 or #15 ROOFING FASTENERS


