
HYDROGROW MIX BELOW RING
SUPPLIED FREE BY MANUFACTURER

COMPACTED SUBGRADE,

VARIES
AS PER LOADING
REQUIREMNETS

NOTE: GRASS/PLANT TYPES SHALL BE SPECIFIED BY A LANDSCAPE ARCHITECT OR LANDSCAPE DESIGNER

95% MODIFIED PROCTOR DENSITY

GRASSPAVE2  SYSTEM

CONCRETE SAND (CLEAN, 
SHARP SAND)

1" BITUMINOUS WEARING COURSE

2 1/2" BITUMINOUS BINDER COURSE

COMPACTED SANDY GRAVEL ROAD BASE

Invisible 
Structures, Inc.

1600 Jackson St., SUITE 310
GOLDEN, COLORADO 80401
800-233-1510 OR 303-233-8383
FAX: 800-233-1522 OR 303-233-8282
www.invisiblestructures.com
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CHOOSE THIS PRODUCT FOR REINFORCING GRASS PARKING SURFACES 1 OF 1
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GRASSPAVE2  AT ASPHALT EDGE

6 mil Impermeable 
Plate or Liner

Extends 12" Below 
Base Course

STRIP DRAIN, FRENCH DRAIN OR
CHANNEL DRAIN (BY OTHERS)


