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8" MIN.

¢ SYMM. ABOUT

WARM PIPE—=METAL SLEEVE
REQ'D. @ 150°F OR GREATER

RAIN HOOD, CLAMP &
CAULKING (BY OTHERS)

APPLY KEMPEROL PRIMER &
EXTEND 1/27 MIN. BEYOND
LINE OF RESIN FLASHING

ANGLED RESIN FILL @ ALL
MEMBRANE  TERMINA TTON

POINTS (TYP.)
KEMPEROL MEMBRANE SKIRT
WRAPPED AROUND METAL SLEEVE
W/ 27 MIN. OVERLAP
,“\ KEMPEROL MEMBRANE COLLAR
¢\ CUT INSIDE DIA. 1/2”7 SMALLER
\‘ THAN SLEEVE BASE DIAMETER
“ CAP SHEET SET IN ADHESIVE
\ OR HEAT WELDED
\ SASE SHEET SET IN ADHESIVE
“ OR HEAT WELDED
%
0
O 57 MIN.
N - -
r /|
¥ =% ' =V |
DQQQQQQ’QQQQ**Q*
5555

APPROVED SUBSTRATE

DRAWING NO.

KDP-2

FIELD FABRICATED WARM PIPE
PENETRATION FLASHING

REVISION

le=16-1>

ISSUE DATE SCALE DRAWN BY

J4-105-06 N TS, < SLA

_-& KEMPER

SYSTEM




	KDP-2
	Model


