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CLIP SEALANT
[7412BWH]
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CFR PANEL CLIP
@ EACH PANEL SIDELAP

[SEE CHART]

METL—SPAN CFR

INSULATED ROOF PANEL
#14 X 2" CLIP FASTENER
[SEE CHART]

MINIMUM

PANEL
NOTE: FOR MEMBERS 12 GA OR BEARING
HEAVIER, ONLY 2 FASTENERS PER CLIP SURFACE

ROOF PURLINS
(NOT BY METL—SPAN)

REFER TO SHEET "CI-INFO" FOR ADDITIONAL INFORMATION REGARDING THE
APPLICATION OF SEALANTS, FASTENERS, AND CLOSURE MATERIALS.
CONSULT METL-SPAN TO DETERMINE ALLOWABLE LOAD AND SPACING OF ATTACHMENT FASTENERS.

TEK Ill CLIP TEK V GLIP TYPE B CLIP
TR CFR PANEL CLIP FASTENER-3/CLIP | FASTENER-2/cLIP | FASTENER-2/CLIP
on 4102GNC 1616PNC 1724PNC 1816PNC

o5 4125GNC 1616PNC 1724PNC 1816PNC
3" 4103GNC 1616PNC 1724PNC 1816PNC
4 4104GNC 1616PNC 1724PNC 1816PNC
5" 4105GNC 1616PNC 1724PNC 1816PNC
6" 4106GNC 1616PNC 1724PNC 1816PNC
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