SEALANT @ SIDEJOINTS
(SEE INSTALLATION GUIDE)

ROOF STITCH SCREW
W"-14 X k@ 4" 0O.C.

PERIMETER FLASHING SEALANT
TAPE [7405] CONTINUOUS
AND BETWEEN RIBS

GUTTER STRAP STD-[F246]
AT EACH PANEL SEAM
ATTACH WITH (3) ROOF
STITCH SCREWS %"-14 %"

GUTTER
(SEE CHART)

MINERAL FIBER
FILLER INSULATION

(NOT BY METL—SPAN)

WALL STITCH SCREW
W14 X %"
@ 8" 0.C.

EAVE TRIM
(SEE CHART)

SEE ROOF
SECTION

3" PANEL
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PANEL CLIP

JL

NON-SKINNING BUTYL
SEALANT (VAPOR SEALANT)
%" BEAD [7100]

SILICONE SEALANT
(VAPOR SEALANT) %" BEAD

[7101SWH]
#14 THRU-PANEL SCREW WITH
SEALING WASHER

(SEE FASTENING PATTERN
DETAIL FOR SPACING)

~__ PERIMETER FLASHING
SEALANT TAPE
[7405]

EAVE SUPPORT
(NOT BY METL—SPAN)

\ METL—SPAN

THERMALSAFE PANEL

—
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ROOF PANEL STANDARD EAVE
Tr GUTTER TRIM
2", 2%, 3" F3420 F3415
45 F3421 F3416
6" F3422 F3417
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