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PRUVISTONS BY UOTHERS

*GENERAL

CONSTRUCTION SITE: OWNER/AGENT TO PROVIDE ALL MASONRY, CARPENTRY AND
DRYWALL WORK AS REQUIRED. FLOORS SHALL BE IN FINISHED STATE PRIOR TO
INSTALLATION OF UNIT,

DIMENSIONS: CONTRACTOR/CUSTOMER TO VERIFY ALL
CLEARANCE DIMENSIONS PRIOR TO UNIT DELIVERY,

*STRUCTURAL

FLOOR LOADS: STRUCTURAL ENGINEER TO ASSURE THAT BUILDING WILL SAFELY
SUPPORTALL LOADS IMPOSED BY THE LIFT EQUIPMENT. REFER TO TABLES ON THIS
DRAWING FOR PIT/FLOOR LOADS IMPOSED BY THE EQUIPMENT.

ELECTRICALL

POWER SUPPLY: (SEE SPECIFICATIONS BELOW) LOCKABLE FUSED DISCONNECTS
INSTALLLED IN COMPLIANCE WITH ELECTRICAL CODE TO BE PROVIDED PRIOR TO
INSTALLATION, ROUGHED IN POWER TO LIFT UNIT MUST BE PROVIDED TO CONTROLLER
LOCATION PRIOR TO INSTALLATION.

ELECTRICAL GFCI OUTLET IN HOISTWAY PIT IF REQUIRED.

PERMENANT POWER: BEFORE INSTALLATION CAN BEGIN, PERMANENT POWER MUST BE
SUPPLIED.

HANDRAILS: ALL BALCONY LEVELS REQUIRE HANDRAILS TO BE INSTALLED PER LOCAL
CODES AFTER INSTALLATION IS COMPLETED. HANDRAIL AND INSTALLATION TO BE
PROVIDED BY CONTRACTOR/CUSTOMER. SAVARIA AND/OR LOCAL INSTALLER ARE NOT
RESPONSIBLE FOR HANDRAIL INSTALLATION OR MATERIALS.

POWER SUPPLY  [PISCONNECT] v 1t ay
SPECIFICATIONS & leyer s7p | vouts | phase

AMPERAGE
MOTOR & EQUIP)30 AMPS|20 AMPS| 230 SINGLE | 202 AMPS
CAB LIGHTS |15 AMPS |15 AMPS| 115 SINGLE | -
PIT hdGHLS [15 AMPS 15 AMPS | 115 SINGLE | -

TELEPHONE CIRCUIT SHALL BE BROUGHT TO A LOCATION NEXT TO THE
CONTROLLER AND BE AVAILABLE TO CONNECT AND TEST UPON ELEVATOR INSTALLATION.

OPTIONS :

1. SAVARIA LINK WITH ANTENNA:

ENSURE THAT YOU HAVE A WIRELESS SIGNAL WITH INTERNET CAPABILITY IN THE VICINITY
OF UNIT'S CONTROLLER

2. SAVARIA LINK WITH ETHERNET:
ENSURE THAT YOU HAVE AN ETHERNET CONNECTION WITH INTERNET CAPABILITY IN THE
VICINITY OF UNIT'S CONTROLLER

3.NO SAVARIA LINK: NO SPECIAL REQUIREMENT

GENERAL

CLASSIFICATION: Residential Building
PPLIED Cone ENTRANCE SIDE LEGEND
WALLS: Glass Coab
NUMBER OF FLOORS: 6 Max.
MODEL: Round Mini Glass SIDE D
CAPACITY: S00lbs [227 kgl
NOMINAL SPEED: 30 fpm (015 m/s> UP AND DOWN
TOTAL TRAVEL:
CAB FLOOR AREA: 397, 825 ft2, Im, 0.75 m2
CAB INT HEIGHT: 78’ [1.98 m]
CAB WEIGHT: 1000 lb 455 kg CORNER C CORNER D
PIT DEPTH <(OPTIONM
POWER SUPPLY: 60 Hz Sihgle Phoase 240 volt (60Hz) SIDE A SIDE C
CAB DOOR: Manual Rotating Sliding Door
SAFETIES: 2 Type A Instantanious Safeties in compliance with
ASME A17.1 Sections 217.81 & 11751
Mfg: Savaria P/N:280240 Q 0P LEVEL
SUSPENSION: CORNER B CORNER A
TYPE: WHITE ZINC COATED STEEL ROPE @6x133 (7x19)
CONSTRUCTION: IWRC 7 x 19 RHRL
NOMINAL STRENGTH: 7,000 lbs [3175kgl
WT. OF ROPES: 0243 lbs/ft [3616 g/cm]
TRAVEL CABLE WT: 0.228 lbs/ft [3.393 g/cm]
DRIVE TRAIN: SIDE B
TYPE! Winding Drum
MOTOR: 177 HP [1.32 Kwl
TRANSMISSION: Gearbox
MOTOR CONTROL: Pre-Programmed Variable Freq. Drive
DOOR INTERLOCKS: Xtronics E10983-1901 certified in compliahce with
ASME Al7.1 Sections 2.12.4.3
PIT/FLOOR LOAD: (ft of Hoistway*76.5) + (# of Floors % 120> + 2000 Dead Load (lbs> | WARNING: LOAD VALUE ONLY FOR GLASS MODEL,
(m of Hoistway*34.8) + (# of Floors * 545 + 910 Dead Load (kg) REFER TO ACRYLIC TEMPLATE FOR ACRYLIC UNIT VALUES
Based on this configuration:
PIT FLOOR TO SUPPORT LOAD OF:
IMPACT LOAD:
* SEE ELEVATION VIEW FOR ADDITIONAL HEADER RING TO SUPPORT EXTRA LONG FLOOR TO FLOOR
OPTIONS:
BUCK BOOSTER: Required If Input power supply Is not 240 volt AC
BUFFER SPRING: If applicable for hobitable space below, Min. pit 4”
CAR TOP INSPECTION:
COLOR:
CONDUCTOR CABLE: Distance between Heod Frame and Control Room
CONTROLLER LOCATION Internal or External to holstway
HEADER RING FINISH: Clear glass (Standardd
FACTORY CUT GLASS/ACRYLIC: Cut on site or Factory cut
FLOOD SWITCH:
LANDING DOOR HANDLE:_ Stainless Steel (Stondardd
SHIP CAB ASSEMBLED:
FIRST DOCR BY LANDING CHART
LANDING 1 LANDING 2 LANDING 3
DOOR TYPE Swing Swing Swing
ENTRANCE SIDE Side C Side C Side C
DOOR SWING LH or RH Swing LH or RH Swing LH or RH Swing
LOCK TYPE X Lock X Lock X Lock
HALL CALL KEY SWITCH NO NO NO
FLOOR MARKING 1 2 3
LANDING CONFIGURATION]  PIT or RAMP  Thru-Floor Shown | Balcony Shown
OFF/CE USE ONL )/.. Part No. Round Mini GlQSS
CONFIGURATION VERSION STANP: 1.5 —
WODULE VERSION STAMP: VUE_105
["CUSTOMER: DATE:
- 05/06/20
PROJECT: REVISION DATE:

JOB No. SHEET No.
o\ S _OF



AutoCAD SHX Text
SHEET No.

AutoCAD SHX Text
CUSTOMER:

AutoCAD SHX Text
ADDRESS:

AutoCAD SHX Text
PROJECT:

AutoCAD SHX Text
OFFICE USE ONLY:

AutoCAD SHX Text
CONFIGURATION VERSION STAMP:

AutoCAD SHX Text
MODULE VERSION STAMP:

AutoCAD SHX Text
COMPLETED BY:

AutoCAD SHX Text
JOB No.

AutoCAD SHX Text
 REVISION DATE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
Variant No.

AutoCAD SHX Text
Part No.

AutoCAD SHX Text
Round Mini Glass

AutoCAD SHX Text
05/06/20

AutoCAD SHX Text
0

AutoCAD SHX Text
1.5

AutoCAD SHX Text
VUE_1.0.5

AutoCAD SHX Text
DATA SHEET

AutoCAD SHX Text
9 OF 9

AutoCAD SHX Text
LANDING 3

AutoCAD SHX Text
LANDING 2

AutoCAD SHX Text
%%uFIRST DOOR BY LANDING CHART

AutoCAD SHX Text
DOOR TYPE

AutoCAD SHX Text
LANDING 1

AutoCAD SHX Text
HALL CALL KEY SWITCH

AutoCAD SHX Text
FLOOR MARKING

AutoCAD SHX Text
DOOR SWING

AutoCAD SHX Text
LOCK TYPE

AutoCAD SHX Text
ENTRANCE SIDE

AutoCAD SHX Text
LANDING CONFIGURATION

AutoCAD SHX Text
NO

AutoCAD SHX Text
3

AutoCAD SHX Text
LH or RH Swing

AutoCAD SHX Text
Side C

AutoCAD SHX Text
Swing

AutoCAD SHX Text
X Lock

AutoCAD SHX Text
Swing

AutoCAD SHX Text
2

AutoCAD SHX Text
NO

AutoCAD SHX Text
LH or RH Swing

AutoCAD SHX Text
X Lock

AutoCAD SHX Text
Side C

AutoCAD SHX Text
Swing

AutoCAD SHX Text
NO

AutoCAD SHX Text
1

AutoCAD SHX Text
LH or RH Swing

AutoCAD SHX Text
X Lock

AutoCAD SHX Text
Side C

AutoCAD SHX Text
PIT or RAMP

AutoCAD SHX Text
Thru-Floor Shown

AutoCAD SHX Text
Balcony Shown

AutoCAD SHX Text
SIDE C

AutoCAD SHX Text
ENTRANCE SIDE LEGEND

AutoCAD SHX Text
SIDE A

AutoCAD SHX Text
SIDE B

AutoCAD SHX Text
PLATFORM

AutoCAD SHX Text
SIDE D

AutoCAD SHX Text
TOP LEVEL

AutoCAD SHX Text
CORNER C

AutoCAD SHX Text
CORNER D

AutoCAD SHX Text
CORNER B

AutoCAD SHX Text
CORNER A

AutoCAD SHX Text
PROVISIONS BY OTHERS

AutoCAD SHX Text
*GENERAL CONSTRUCTION SITE: OWNER/AGENT TO PROVIDE ALL MASONRY, CARPENTRY AND  OWNER/AGENT TO PROVIDE ALL MASONRY, CARPENTRY AND DRYWALL WORK AS REQUIRED. FLOORS SHALL BE IN FINISHED STATE PRIOR TO INSTALLATION OF UNIT. DIMENSIONS: CONTRACTOR/CUSTOMER TO VERIFY ALL  CONTRACTOR/CUSTOMER TO VERIFY ALL CLEARANCE DIMENSIONS PRIOR TO UNIT DELIVERY.

AutoCAD SHX Text
*STRUCTURAL FLOOR LOADS: STRUCTURAL ENGINEER TO ASSURE THAT BUILDING WILL SAFELY SUPPORTALL LOADS IMPOSED BY THE LIFT EQUIPMENT. REFER TO TABLES ON THIS DRAWING FOR PIT/FLOOR LOADS IMPOSED BY THE EQUIPMENT.

AutoCAD SHX Text
*ELECTRICALL POWER SUPPLY: (SEE SPECIFICATIONS BELOW) LOCKABLE FUSED DISCONNECTS  (SEE SPECIFICATIONS BELOW) LOCKABLE FUSED DISCONNECTS INSTALLLED IN COMPLIANCE WITH ELECTRICAL CODE TO BE PROVIDED PRIOR TO INSTALLATION. ROUGHED IN POWER TO LIFT UNIT MUST BE PROVIDED TO CONTROLLER LOCATION PRIOR TO INSTALLATION. ELECTRICAL GFCI OUTLET IN HOISTWAY PIT IF REQUIRED. PERMENANT POWER: BEFORE INSTALLATION CAN BEGIN, PERMANENT POWER MUST BE  BEFORE INSTALLATION CAN BEGIN, PERMANENT POWER MUST BE SUPPLIED. HANDRAILS: ALL BALCONY LEVELS REQUIRE HANDRAILS TO BE INSTALLED PER LOCAL  ALL BALCONY LEVELS REQUIRE HANDRAILS TO BE INSTALLED PER LOCAL CODES AFTER INSTALLATION IS COMPLETED. HANDRAIL AND INSTALLATION TO BE PROVIDED BY CONTRACTOR/CUSTOMER. SAVARIA AND/OR LOCAL INSTALLER ARE NOT RESPONSIBLE FOR HANDRAIL INSTALLATION OR MATERIALS. 

AutoCAD SHX Text
230

AutoCAD SHX Text
20.2 AMPS

AutoCAD SHX Text
SINGLE

AutoCAD SHX Text
FUSE SIZE

AutoCAD SHX Text
30 AMPS

AutoCAD SHX Text
20 AMPS

AutoCAD SHX Text
TIME DELAY

AutoCAD SHX Text
DISCONNECT

AutoCAD SHX Text
PHASE

AutoCAD SHX Text
115

AutoCAD SHX Text
VOLTS

AutoCAD SHX Text
AMPERAGE

AutoCAD SHX Text
SINGLE

AutoCAD SHX Text
15 AMPS

AutoCAD SHX Text
15 AMPS

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
MOTOR & EQUIP.

AutoCAD SHX Text
CAB LIGHTS

AutoCAD SHX Text
POWER SUPPLY 

AutoCAD SHX Text
SPECIFICATIONS

AutoCAD SHX Text
115

AutoCAD SHX Text
SINGLE

AutoCAD SHX Text
15 AMPS

AutoCAD SHX Text
15 AMPS

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PIT LIGHTS

AutoCAD SHX Text
(IF REQUIRED)

AutoCAD SHX Text
TELEPHONE CIRCUIT SHALL BE BROUGHT TO A LOCATION NEXT TO THE CONTROLLER AND BE AVAILABLE TO CONNECT AND TEST UPON ELEVATOR INSTALLATION.

AutoCAD SHX Text
CLASSIFICATION: 

AutoCAD SHX Text
%%uGENERAL

AutoCAD SHX Text
PIT DEPTH (OPTION):

AutoCAD SHX Text
MODEL:

AutoCAD SHX Text
NOMINAL SPEED:

AutoCAD SHX Text
APPLIED CODE:

AutoCAD SHX Text
TOTAL TRAVEL:

AutoCAD SHX Text
CAPACITY:

AutoCAD SHX Text
POWER SUPPLY:

AutoCAD SHX Text
IWRC 7 x 19 RHRL

AutoCAD SHX Text
NOMINAL STRENGTH:

AutoCAD SHX Text
CONSTRUCTION:

AutoCAD SHX Text
TYPE:

AutoCAD SHX Text
%%USUSPENSION:

AutoCAD SHX Text
WT. OF ROPES:

AutoCAD SHX Text
TRAVEL CABLE WT:

AutoCAD SHX Text
TRANSMISSION:

AutoCAD SHX Text
MOTOR:

AutoCAD SHX Text
TYPE:

AutoCAD SHX Text
%%UDRIVETRAIN:

AutoCAD SHX Text
Winding Drum

AutoCAD SHX Text
MOTOR CONTROL:

AutoCAD SHX Text
Pre-Programmed Variable Freq. Drive

AutoCAD SHX Text
DOOR INTERLOCKS:

AutoCAD SHX Text
Xtronics E10983-1901 certified in compliance with

AutoCAD SHX Text
ASME A17.1 Sections 2.12.4.3

AutoCAD SHX Text
PIT/FLOOR LOAD:

AutoCAD SHX Text
PIT FLOOR TO SUPPORT LOAD OF:

AutoCAD SHX Text
WALLS:

AutoCAD SHX Text
NUMBER OF FLOORS:

AutoCAD SHX Text
SAFETIES:

AutoCAD SHX Text
2 Type A Instantanious Safeties in compliance with

AutoCAD SHX Text
ASME A17.1 Sections 2.17.8.1 & 1.17.5.1 

AutoCAD SHX Text
Mfg: Savaria  P/N: 

AutoCAD SHX Text
CAB FLOOR AREA:

AutoCAD SHX Text
CAB INT HEIGHT:

AutoCAD SHX Text
CAB WEIGHT:

AutoCAD SHX Text
IMPACT LOAD:

AutoCAD SHX Text
CAB DOOR:

AutoCAD SHX Text
* SEE ELEVATION VIEW FOR ADDITIONAL HEADER RING TO SUPPORT EXTRA LONG FLOOR TO FLOOR

AutoCAD SHX Text
Based on this configuration:

AutoCAD SHX Text
%%UOPTIONS:

AutoCAD SHX Text
LANDING DOOR HANDLE:

AutoCAD SHX Text
FLOOD SWITCH: 

AutoCAD SHX Text
FACTORY CUT GLASS/ACRYLIC:

AutoCAD SHX Text
BUCK BOOSTER:

AutoCAD SHX Text
BUFFER SPRING:

AutoCAD SHX Text
CAR TOP INSPECTION:

AutoCAD SHX Text
COLOR:

AutoCAD SHX Text
CONTROLLER LOCATION:

AutoCAD SHX Text
CONDUCTOR CABLE:

AutoCAD SHX Text
HEADER RING FINISH:

AutoCAD SHX Text
Residential Building

AutoCAD SHX Text
Round Mini Glass

AutoCAD SHX Text
500lbs [227 kg]

AutoCAD SHX Text
30 fpm (0.15 m/s) UP AND DOWN

AutoCAD SHX Text
ASME 17.1-2013 SEC. 5.3

AutoCAD SHX Text
Glass Cab

AutoCAD SHX Text
6 Max.

AutoCAD SHX Text
39", 8.25 ft2, 1m, 0.75 m2

AutoCAD SHX Text
78'' [1.98 m] 

AutoCAD SHX Text
1000 lb 455 kg 

AutoCAD SHX Text
1.77 HP [1.32 Kw]

AutoCAD SHX Text
60 Hz Single Phase 240 volt (60Hz)

AutoCAD SHX Text
280240

AutoCAD SHX Text
Manual Rotating Sliding Door

AutoCAD SHX Text
(ft of Hoistway*76.5) + (# of Floors * 120) + 2000 Dead Load (lbs)

AutoCAD SHX Text
(m of Hoistway*34.8) + (# of Floors * 54.5) + 910 Dead Load (kg)

AutoCAD SHX Text
WHITE ZINC COATED STEEL ROPE Ø6x133 (7x19)

AutoCAD SHX Text
7,000 lbs [3175kg]

AutoCAD SHX Text
0.243 lbs/ft  [3.616 g/cm]

AutoCAD SHX Text
0.228 lbs/ft  [3.393 g/cm]

AutoCAD SHX Text
Gearbox

AutoCAD SHX Text
Stainless Steel (Standard)

AutoCAD SHX Text
Cut on site or Factory cut

AutoCAD SHX Text
Required if input power supply is not 240 volt AC

AutoCAD SHX Text
If applicable for habitable space below, Min. pit 4"

AutoCAD SHX Text
SHIP CAB ASSEMBLED: %%U       %%U

AutoCAD SHX Text
Internal or External to hoistway

AutoCAD SHX Text
Distance between Head Frame and Control Room

AutoCAD SHX Text
Clear glass (Standard)


	Sheets and Views
	MiniG-Dual-Dimensions-Jul27-20-plan
	MiniG-Dual-Dimensions-Jul27-20-PlanView-1
	MiniG-Dual-Dimensions-Jul27-20-BaseRingConfiguration
	MiniG-Dual-Dimensions-Jul27-20-PlanView-2
	MiniG-Dual-Dimensions-Jul27-20-PlanView-3
	MiniG-Dual-Dimensions-Jul27-20-ThrufloorConfiguration
	MiniG-Dual-Dimensions-Jul27-20-BalconyConfiguration
	MiniG-Dual-Dimensions-Jul27-20-PitCutout
	MiniG-Dual-Dimensions-Jul27-20-elevation
	MiniG-Dual-Dimensions-Jul27-20-datasheet


