BLOCKING, .
QTHERS, INSIDE OF WALL. TYPICAL
FOR AL BRACKET LOCATIONS
DOUBLE EAR
st/st
BRACKET TORX HEAD
SEXBoLT

#14 ST/ST TORX SCREW

FOR CMU WALL)
1 THICK.
DOOR

W/ BUM

SINGLE EAR.
BRACKET
" THICK,

1
COAT HOOK  PaNEL

PER

#14 X 3/47
ST/5T_ToRx
sckzw\

1" THIcK
PILASTER

/ 48 x 17 ST/ST
. e 'Sore
8" ALUMINUM INSWING
iy aurer— oo pui \BNEwsr RKE
QUKD WAENE ot
+"IWALL FASTENERS ARE AVAILABLE AS (1% " STANDARD) OR " QPTIONAL). i
TR SN iy Deren AR Tk Beg abne ) Plan _Elevation
ST/ST MUST BE STRUCTURAL STEEL CEILING (Notel Unistrut cannot ke used.)
L [SLLE\/E CCANNOT TIE INTO ACOUSTICAL OR DRYWALL CEILINGS)

- = 4% HIGH

o el e

BUMPER:
4

© I
. i

Floor to celling height

13

ka' x 15° fillers

\cnwmunux

ALUMINUN
BRACKETS N\

547

Floor to ceiling height CANNOT exceed 120”

Provide dimensions per room on your layouts

STRIKE: N
3
P | :\ g
DOOR PuLL—/ -
b bh#
/ e Y
B =

Front Elevation *SEE_HEATSINC.
NOTE BELOW

Crossbracing note: Will only ke suppliesl on ceiling height’s of 92° or larger.

*SEE_HEATSINC
oV

ok

Side Elevation

CADOCUME-1\mmoraski\LOCALS~1\ Tenp\ASC73E32F A4 dlib

STANDARD ELEVATIONS
(Drawings are nof o scal)

*Celling Hung

*8" Alurninum Wrap-Around Hinge
“Continuous Aluminum Brackets

all orders are located on the top of

Note: "Job-Specific Specifications” for ‘ ‘
the shop drawing layouts.

* HEATSING NOTE: Heatsin Is to be placed on
specified)

the bottom of the panels & doors. (I Ceiling Mount

Details

CROSSERACING TO WAL
AND PILASTER. ATTACHEMENT

CrossBrace

Structural Steel

Finished Ceiling

:
?j

Attention (provide the following)
Floor to finished ceiling height :
Please note that the height to the top of the steel can

be no more than 2 3" higher from the finished ceiling.
(See the above detail)

Floor to finished
ceiling dimension

Ceiling Beam can only be structural steel.
No other types are recommended.

(Note: Unistrut is not considered structural
steel & should not be used.)

Only 6 %" threaded rods are recommended.

Cemngi Hung
Ceiling Bolt Detail

CADICUME-1\nnoraskiLOCALS~1\Tenp\ASCECBI4F 40D

—
%
2%" Max.
2%
STRUCTURAL GEILING
FINISHED CEILING
@
actual pilaster
height is 15%”
Floor to smaller than the
Finished |, ceiling height
Ceiling dimension
\sa“ BRACKET AT ALL 14"AFF
QUTER CONNECTIONS J
- e




