/4"
mm]

SEALANT & HEAD DETAIL 1/4" x 2" ITW BUILDEX TAPCON SCREW
BACKER NOT W/ADV. THREADFORM 1 3/4" MIN.
BY AIROLITE EMBEDMENT 3" OR 6” 0.C. FOR CMU (NOT

BY AIROLITE)
OR

/— 1/4-20 X 1" S.S. SCREW 3” OR 6" 0.C.
FOR STRUCTURAL STEEL OR STEEL STUD
NOT BY AIROLITE

OR
3/8" SS LAG SCREW, 3" MIN EMBEDMENT
4" OR 9” 0.C. (NOT BY AIROLITE)

—

—

ROUGH OPENING HEIGHT
r—AcmAL LOUVER HEIGHT/SHIP SIZE—T@ [61 /

2

A A
& 2

gy
|

ar

o

CONTINUOUS PERIMETER ANGLE

g 1" [25.4mm] X 1.5" [38.1mm]
X .125" [3.175mm] EXTR. ALUM.
(SHIP LOOSE)

5" [127mm] EXTR.
—— ALUM. DRAINABLE HEAD
.080" [2.1mm] THICKNESS

"CHANNEL” SUPPORT — ON SECTIONS
{ OVER 72" [1829mm] WIDE

5” [127mm] EXTR.

ALUM. BLADE
.080" [2.1mm] THICKNESS

CONTINUOUS PERIMETER ANGLE
1" [25.4mm] X 1.5" [38.1mm]
X .125" [3.175mm] EXTR. ALUM.
(SHIP LOOSE)

5" [127mm] EXTR.
|_— ALUM. FLAT SILL
.080" [2.1mm] THICKNESS

OPTIONAL BIRD OR

INSECT SCREEN

1/4" x 2" ITW BUILDEX TAPCON SCREW

—

1/4
[6.4mm]

SEALANT &
BACKER NOT
BY AIROLITE

OPTIONAL EXTENDED

SILL

W/ADV. THREADFORM 1 3/4” MIN.
EMBEDMENT 3" OR 6” 0.C. FOR CMU (NOT
BY AIROLITE)

OR

N 1/4-20 X 17 S.S. INDENTED HEX HEAD
THREAD CUTTING SCREW 3" OR 6" O.C.
FOR STRUCTURAL STEEL OR STEEL STUD
NOT BY AIROLITE

OR
3/8" SS LAG SCREW, 3" MIN EMBEDMENT
4" OR 9" 0.C. (NOT BY AIROLITE)

SILL DETAIL

~<3+——— ROUGH OPENING HEIGHT ———™™

LOUVER HEIGHT——mMmm

SECTION HEIGHT ———=

AU ANA

—=———SECTION HEIGHT

ALUMINUM SPLICE
CHANNEL BY AIROLITE
(SHIPPED LOOSE)

1S

(SHIP LOOSE)
5/16-18 X 2-1/2"
HH ZP CS

4 PER SPLICE
5/16—18 (SHIP LOOSE)
HH ZP NUT

4 PER SPLICE

Ny

1.5

O

CHANNEL SUPPORT
=+— ON SECTIONS OVER
72" [1829mm] WIDE

B
i
i
A

_— — — —

O

OPTIONAL
SCREEN

AN anar

CONCEALED JOINT DETAIL

MULTI SECTIONS HIGH
SINGLE SECTION WIDE

X
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