( )HEAD DETAIL

1/4"
[6.4mm]

-OPENING HEIGHT-
LOUVER

NOTE:

REFER TO FASTENER SCHEDULE FOR
FASTENER TYPE (BY OTHERS) AND
QUANTITY AT MULLION ANCHOR CLIPS
FOR SPECIFIC MOUNTING
SUBSTRATE,/CONDITION.

3 X 3 X 1/4" [76 X 76 X 6.4mm)]
ALUMINUM MULLION ANCHOR CLIP,

12" [304.8mm] LONG, AT HEAD AND SILL (IF REQ'D),

MILL FINISH, SHIP LOOSE, ISOLATE (BY OTHERS)
DISSIMILAR MATERIALS AS NI

08 [2.1mm] EXTRUDED

ALUMINUM HEAD

.08 [2.1mm] EXTRUDED
[ ALUMINUM BLADE

1 X (2, 4, OR 6) X 1/4"

&LS X (51, 201, oR 152) X 64mm]
UMINUM 'MULLION ANCHOR

=" 4 1/2" [114.3mm] LONG OR ruu.

HEIGHT. AT HEAD AND SILL (IF REQ'D),
FACTORY ATTACHED, MILL FINISH

< 4" [102

] -

PTIONAL BIRD OR

s

NONCOMPRESSIBLE

NEEDED, BY OTHERS

Ol I
INSECT SCREEN

1/4-20 X 1.5" lanmm

BY LOUVER MANUFACTUI

SHIP LOOSE

1/4-20 X 1" [25mm] SS BOLT/NUT,
BY LOUVER MANUFACTURER,

SHIP LOOSE

1/4-20 X 3/4" [19mm] SS BOLT/NUT,
FACTORY INSTALLED

5415—13 X 1" [25mm] ZP BOLT/NUT,
P LOOSE

TEK SCREW,

.081 [2.1mm]
EXTRUDED
ALUMINUM SILL

3 X 3 X 1/4" [76 X 76 X 6.4mm]

ALUMINUM WULLION ANCHOR CLIP,
12" [304.8mm] LONG, AT HEAD AND SILL (IF REQ'D),
MILL FINISH, SHIP LOOSE, ISOLATE (BY OTHERS)
DISSIMILAR MATERIALS AS NEEDED

NOTE:

REFER TO FASTENER SCHEDULE FOR FASTENER TYPE
(BY OTHERS) AND QUANTITY AT JAMB ANCHOR CLIPS
FOR SPECIFIC MOUNTING SUBSTRATE/CONDITION

ALTERNATE JAMB CONFIGURATION
(ADDITIONAL UNDERSIZING REQ'D,
PLEASE CONSULT FACTORY)

— 4"
-{ g ="[101.6mm]
-3 SEALANT AND 8
O, BACKER ROD
BY OTHERS |
AR S R A 3 X 3 X 1/4" [76 X 76 X 6.4mm]
[25 X (51, 201, OR 152) X 6.4mm)] m,
< ALUMINUM MULLION ANCHOR CLIP, ALUMINUM MULLION ANCHOR CLIP,
4 1/2" [114.3mm] LONG OR FULL 12" [305mm] LONG, AT HEAD AND SILL

.08 [2.1mm] EXTRUDED
[~ ALUMINUM HEAD

. HEAD DETAIL

NOTE:
REFER TO FASTENER SCHEDULE FOR
FASTENER TYPE (BY OTHERS) AND

HEIGHT. AT HEAD AND SILL (IF REQ'D),
FACTORY ATTACHED, MILL FINISH

(IF REQ’D), MILL FINISH, SHIP LOOSE,
lsowﬁéav OTHERSE) DISSIMILAR
MATERIALS AS NEEDED

TION HEIGHT ——————————————=

QUANTITY AT JAMB ANCHORS F

08 [2.1mm] EXTRUDED SPECIIC MOUNTING

— s o SUBSTRATE/CONDITION
1X 1-1/2 X 0.08" o o o © o o
25 X 38 X_2.0mm]
CONTINUOUS ALUMINUM ANGLE AT PERIMETER
3 o) JAMBS, MILL FINISH, SHIP LOOSE, ISOLATE (BY -
¢ OTHERS) DISSIMILAR MATERIALS AS NEEDED N 10 FASTENER SCHEDULE
.08 [2.1mm] EXTRUDED FOR FASTENER TYPE (BY OTHERS,
-— ALUMINUM BLADE 08 [2:1mm] EXIRUDED T RN A
SUPPORT BRACKET STAGK DETAL . e — CLIPS FOR SPECIFIC MOUNTING
55 67 SEALANT AND SUBSTRATE/CONDITION
- | BY OTHERS |
O 36” [914mm] LONG
£k EXTRUDED ALUMINUM |
g3 SPLICE ANGLE (IF REQ'D), SEALANT AND
g C SHIP LOOSE, MILL FINISH BACKER ROD
BY OTHERS
QY ., ECTION WIDTH - SECTION WIDTH ———==
\_<l SPLICE ANGLE FASTENER, [614/4 ; LOUVER WIDTH
4mm
SIX (6) PER SPLICE ANGLE OPENING WIDTH
3
] (:) JAMB DETAIL (:) MULLION DETAIL
ES
Z 11/2 X 11/2 X 1/8"
& ls— [38 X 38 X 3.2mm] EXTRUDED ALUMINUM
5 SUPPORT ANGLE (IF REQ'D)
g 36" [914mm] LONG
| .081 [2.1mm] EXTRUDED EXTRUDED ALUMINUM
ALUMINUM SILL SPLICE ANGLE (IF REQ'D)
(REFER DETAL F)
.M 1X 1-1 /2 x ooa
[25 X 38 mm] 11/2" X 1 1/2" X 1/8"§
LENTINVOUS ALUMNUM ANGLE. AT [38 X 38 X 3.2mm] |
PERIMETER JAMBS. MILL FINISH, EXTRUDED ALUMINUM
SHIP LOOSE 2 SUPPORT ANGLE I | =
| 8 [2.1mm] E><TRUDED_/1_ 1
T ALUVINGW BLAE ' SUPPORT
YE NONCOMPRESSIBLE BRACKET (IF REQ'D)
o3 DEAD LOAD SHIM, SEALANT
s AND_ BACKER ROD, ISOLATE DISSMILAR

)

MATERIALS AS NEEDED, BY OTHER

3 X 3 X 1/4" [76 X 76 X 6.4mm]
ALUMINUM MULLION ANCHOR CLIP,

12" [305mm] LONG, AT HEAD AND SILL
(IF REQ'D), MILL FINISH, SHIP LOOSE

1 X (2, 4, OR 6) X 1/4"

[25 X (51, 201, OR 152) X 6.4mm]
ALUMINUM 'MULLION ANCHOR CLIP,

4 1/2" [114.3mm] LONG OR FULL
HEIGHT, AT HEAD AND SILL (IF REQ'D),
MILL FINISH

SECTION WIDTH
LOUVER WIDTH

~<———— OPENING WIDTH ——— =

( : )SUPPORT DETAIL

o wover: k6744x
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