1/4"
[6.4mm]

SEALANT AND BACKER
/ ROD BY OTHERS |

NOMINAL HEIGHT

ACTUAL LOUVER HEIGHT

1/4-20 x 1.5" [38mm] HWH TEK SCREW
(SEE CHART TO RIGHT FOR SPACING)

0.125" [3.2mm]
EXTRUDED ALUMINUM HEAD

STANDARD STAINLESS STEEL JAMB SEAL
0.081” [2.1mm] EXTRUDED ALUMINUM
ADJUSTABLE BLADE

|<—0P1'IONAL BIRD OR
INSECT SCREEN

I 0.081” [2.1mm] EXTRUDED

ALUMINUM STATIONARY BLADE

I STANDARD TPE BLADE SEAL

OPERATOR  LINKAGE
ENCLOSED IN JAMB FRAME

AND SYNTHETIC BUSHIN

MINIMUM 7" [178mm]. J

ACTUATOR CLEARANCE'__|

REQUIRED (VARIES BY
ACTUATOR TYPE)

——

1/4"
[6.4mm]

\SUBSTRATE ANCHOR, BY OTHERS.

SEE SUBSTRATE ANCHOR CHARTS.

Y X 15 X% [32 X 38 X 3.2mm

- NONCOMPRESSIBLE DEAD LOAD SHIM, SEALANT,
AND BACKER ROD BY OTHERS

SEALANT AND BACKER

| CONNECTOR LINK ENCLOSED IN JAMB FRAME
|

3/8" [9.5mm] SQUARE PLATED STEEL PIVOT PIN

| 0.080" [2mm] FORMED ALUM BOTTOM BLADE STOP
1

1/4-20 x 1 [25mm] SS BOLTS FACTORY INSTALLED

0.125" [3.2mm] EXTRUDED ALUMINUM SILL

EXTRUDED ALUM CONTINUOUS MOUNTING ANGLE -
e SHIPPED LOOSE

e MILL FINISH )‘

e ISOLATE DISSIMILAR MATERAILS AS NEEDED

CONTINUOUS ANGLE TO LOUVER FRAME SCREW

LOUVER HEIGHT <IN> MAXIMUM SPACING (IN)

>108 375

108 4

0.080" [2mm] FORMED ALUM TOP BLADE STOP

0.188" [4.8mm]
EXTRUDED ALUMINUM
JAMB
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ROD BY OTHERS
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SEALANT AND BACKER 1/4"
ROD BY OTHERS T [6.4mm]
|e————————— SECTION WIDTH SECTION WIDTH ———————=—

1/4”
[6.4mm] ™

ACTUAL LOUVER WIDTH

1/4"
<_[6.4mm]

/

NOMINAL WIDTH

EXTENDED SILL OPTION

FLANGE OPTION

This drawing and the design represented are the confidential
and proprietary property of The Airolite Company, LLC and may

ADAIROLITE

The look that works.~
Schofield, Wisconsin USA

not be disclosed, loaned, copied or used for any purpose
other than design review and approval without the expressed
written consent of The Airolite Company, LLC..
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