BASE CONDITIONS (B1 - B3) MULLIONS (M1 & M2)
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Base condition with standard 1 1/2" flush tim ‘ ‘ Base condition with drywall curb ‘ ‘ Raised base condition with adjustable trim ‘ Vertical Mullion ‘ ‘ Horizontal Mullion

HEADER CONDITIONS (H1 - H5)
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Door jamb (header) ‘ ‘ Glass jamb (header) ‘ ‘ Door jamb (header) on setting channel ‘

Door jamb (header) with transom

DOOR & GLASS JAMB CONDITIONS (J1 - J8)
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‘ Hinge jamb ‘ ‘ Strike jamb ‘ ‘ Strike jamb with sidelite ‘ ‘ Glass jamb ‘ ‘ Hinge jamb wth sidelite ‘ ‘ Hinge jamb on setting channel
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Aluminum Frames
Doors and Office Fronts

$Strike Jamb on setting channel ‘ ‘ Glass Jamb on setting channel ‘

CASED OPEN JAMBS & HEADERS (C1 - C4)
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. SHEET NOTES

Cased open jamb ‘ ‘ Cased open header ‘ ‘ Cased open glass jamb ‘ ‘ Cased open glass jamb header open to above Alumlnum eXtrUS|0ns Shown are deSIQ ned

to accomodate a 4 7/8" wall construction.




