MORTAR BED OR LIGHTWEIGHT CONCRETE
PERIMETER SEALANT 1=1/4" (32) x 2" (571) THICK

2" (51) x 2" (51) 16/16 GAUGE
WELDED WIRE MESH

- F6 MIL POLY

MODEL SRP PERIMETER
ISOLATION BOARD (BY KNC)

/4

\—MODEL SOUNDMATT (BY KNC)

WIRE REINFORCED MORTAR BED, LIGHTWEIGHT CONCRETE

PERIMETER SEALANT GYPSUM CONCRETE 1-1/2" (38) MINIMUM

MODEL SRP PERIMETER
ISOLATION BOARD (BY KNC)

= ﬁMO\STURE BARRIER

\—MODEL SOUNDMATT (BY KNC)
CYPSUM CONCRETE

PERIMETER SEALANT

CEMENT BACKER BOARD 1/2" (13) MINIMUM

MODEL SRP PERIMETER

/\SOLAT\ON BOARD (BY KNC)

6 MIL POLY OR
: — 2 BUILDERS FELT
N___1ODEL SOUNDMATT (BY KNC)
REINFORCED CEMENT BACKERBOARD

WOOD FINISH FLOOR

PERIMETER SEALANT 5/8" (16) THICK MINIMUM

OPTIONAL BUILDERS FELT OR

MODEL SRP PERIMETER GLUE TO MINIMIZE SQUEAKS

ISOLATION BOARD (BY KNC) /
e 2 Lz .— 3 /4" (19)
: T & G PLYWOOD

MODEL SOUNDMATT (BY KNC) —/
HARDWOOD FLOOR

FINISH FLOOR
PERIMETER SEALANT

OPTIONAL BUILDERS FELT OR
MODEL SRP PERIMETER GLUE TO MINIMIZE SQUEAKS
ISOLATION BOARD BY KNC

LAYERS
— ‘ w/z”< 3) PLYWOOD

OPTIONAL BUILDERS FELT OR
GLUE TO MINIMIZE SQUEAKS

LAMINATE /ENGINEERED WOOD FLOOR

MODEL SOUNDMATT (BY KNC) /

PERIMETER SEALANT CARPET

OPTIONAL BUILDERS FELT OR
MODEL SRP PERIMETER GLUE TO MINIMIZE SQUEAKS

ISOLATION BOARD (BY KNC)

2 s M LAYERS
3/8“ 10) PLYWOOD

OPTIONAL BUILDERS FELT OR

MODEL SOUNDMATT (BY KNC) /
GLUE TO MINIMIZE SQUEAKS

CARPET

SEE INSTALLATION GUIDELINES FOR FULL DETAILS

DIMENSION FORMAT: IN (mm)
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