1. All axles and shafts are chrome plated.
2. All rollers and pivot points are equipped with Teflon self-lubricating bearings.
3. Advance Lifts, Inc. to supply 10 gallons of a multi viscosity ISO-46 Group II base oil and (1) 20' .5" extra heavy double wire braid hose (SAE 100R2) for the power unit to the equipment connection with .5" JIC female swivel fittings on the ends.
4. Reinforce concrete to suit local soil conditions plus your desired safety factors.
5. Overall power unit size: 26" wide x 22" long x 21" high (including motor and brackets for wall mounting).
6. Concrete work, reinforcing, building modifications, piping, electrical wiring, embedded items, installation, etc. (by others)
7. Advance Lifts, Inc. to supply:
   - (1) 20' LG. Pushbutton Coilearpord.
   - 20' LENGTH .25 " I.D. HYDRAULIC HOSE WITH .25" FEMALE JIC SWIVEL FITTINGS ON THE ENDS FOR THE VENT LINE CONNECTION FROM THE BASEFRAME TO THE POWER UNIT.
   - INSTALLATION PACKAGE AS OUTLINED IN GENERAL NOTE #3.
8. Finish: Blue Paint
9. Pit dimension tolerances are plus .25", minus 0" (+.25", -0").
10. TYPICAL ELECTRICAL DIAGRAM: E22-1471
    TYPICAL HYDRAULIC DIAGRAM: H13-160

Specifications:

Capacity: 10,000 lbs max. Lifting Capacity
8,000 lbs max. Axle capacity ends
5,000 lbs max. Axle capacity sides

Platform: 72" wide x 10' long safety tread deck removable steel guardrails
12' long x 72" wide hinged steel bridge all with chains
Bevel toe guards
Safety striping

Speed: 8 FPM
Travel: 58" (from a 12" lowered height)
Lowered Height: 12"

Power Unit: 5 HP Motor 230 V 60 Hz 3PH (remote from lift)

Control: Up-Down Weather-ProOF Pushbutton station, Pendant Type NEMA 1, 3, 3R, 4, 4X.
In NEMA 12 ENCLOSURE: Magnetic starter w/ Overload 230V to 24V control transformer

Approximate shipping weight: 3,450 lbs

Advance Lifts, Inc.
St. Charles, IL 60174

701 S. Kirk Road Phone: 630-584-9881
Fax: 630-584-6837

**DIMENSIONS SHOWN IN INCHES AND WEIGHTS SHOWN IN POUNDS UNLESS OTHERWISE NOTED**

**GENERAL NOTES:**

- All axles and shafts are chrome plated.
- All rollers and pivot points are equipped with Teflon self-lubricating bearings.
- Advance Lifts, Inc. to supply 10 gallons of a multi viscosity ISO-46 Group II base oil and (1) 20' .5" extra heavy double wire braid hose (SAE 100R2) for the power unit to the equipment connection with .5" JIC female swivel fittings on the ends.
- Reinforce concrete to suit local soil conditions plus your desired safety factors.
- Overall power unit size: 26" wide x 22" long x 21" high (including motor and brackets for wall mounting).
- Concrete work, reinforcing, building modifications, piping, electrical wiring, embedded items, installation, etc. (by others)
- Advance Lifts, Inc. to supply:
  - (1) 20' LG. Pushbutton Coilearpord.
  - 20' LENGTH .25 " I.D. HYDRAULIC HOSE WITH .25" FEMALE JIC SWIVEL FITTINGS ON THE ENDS FOR THE VENT LINE CONNECTION FROM THE BASEFRAME TO THE POWER UNIT.
  - INSTALLATION PACKAGE AS OUTLINED IN GENERAL NOTE #3.
- Finish: Blue Paint
- Pit dimension tolerances are plus .25", minus 0" (+.25", -0").
- TYPICAL ELECTRICAL DIAGRAM: E22-1471
  TYPICAL HYDRAULIC DIAGRAM: H13-160

**SPECIFICATIONS:**

- Capacity: 10,000 lbs max. Lifting Capacity
- 8,000 lbs max. Axle capacity ends
- 5,000 lbs max. Axle capacity sides
- Platform: 72" wide x 10' long safety tread deck removable steel guardrails
- 12' long x 72" wide hinged steel bridge all with chains
- Bevel toe guards
- Safety striping
- Speed: 8 FPM
- Travel: 58" (from a 12" lowered height)
- Lowered Height: 12"
- Power Unit: 5 HP Motor 230 V 60 Hz 3PH (remote from lift)
- Control: Up-Down Weather-ProOF Pushbutton station, Pendant Type NEMA 1, 3, 3R, 4, 4X.
- In NEMA 12 ENCLOSURE: Magnetic starter w/ Overload 230V to 24V control transformer
- Approximate shipping weight: 3,450 lbs

**REFERENCES:**

- Advance Lifts, Inc.
- St. Charles, IL 60174
- 701 S. Kirk Road Phone: 630-584-9881
- Fax: 630-584-6837

**DIMENSIONS SHOWN IN INCHES AND WEIGHTS SHOWN IN POUNDS UNLESS OTHERWISE NOTED**