GENERAL NOTES:

1. ALL AXLES AND SHAFTS ARE CHROME PLATED.
2. ALL ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH TEFLO N SELF-LUBRICATING BEARINGS.
3. 3" VERTICAL AND 4" HORIZONTAL TOE CLEARANCE SIDES.
4. ADVANCE LIFTS, INC. TO SUPPLY:
   -(1) PREWIRED 18' LG. POWER CORD (FROM LIFT BASE TO PLUG).
   -(1) UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X.
5. FINISH: BLUE PAINT.

SPECIFICATIONS:

CAPACITY: 12,000 LBS MAX. LIFTING CAPACITY
9,600 LBS MAX. AXLE CAPACITY

PLATFORM:
84" X 102" SAFETY TREAD DECK
REMOVABLE GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

BOLLARDS RECOMMENDED (BY OTHERS)

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

SAFETY MAINTENANCE DEVICE

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

GENERAL NOTES:

1. ALL AXLES AND SHAFTS ARE CHROME PLATED.
2. ALL ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH TEFLO N SELF-LUBRICATING BEARINGS.
3. 3" VERTICAL AND 4" HORIZONTAL TOE CLEARANCE SIDES.
4. ADVANCE LIFTS, INC. TO SUPPLY:
   -(1) PREWIRED 18' LG. POWER CORD (FROM LIFT BASE TO PLUG).
   -(1) UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X.
5. FINISH: BLUE PAINT.

SPECIFICATIONS:

CAPACITY: 12,000 LBS MAX. LIFTING CAPACITY
9,600 LBS MAX. AXLE CAPACITY

PLATFORM:
84" X 102" SAFETY TREAD DECK
REMOVABLE GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

BOLLARDS RECOMMENDED (BY OTHERS)

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

SAFETY MAINTENANCE DEVICE

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

GENERAL NOTES:

1. ALL AXLES AND SHAFTS ARE CHROME PLATED.
2. ALL ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH TEFLO N SELF-LUBRICATING BEARINGS.
3. 3" VERTICAL AND 4" HORIZONTAL TOE CLEARANCE SIDES.
4. ADVANCE LIFTS, INC. TO SUPPLY:
   -(1) PREWIRED 18' LG. POWER CORD (FROM LIFT BASE TO PLUG).
   -(1) UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X.
5. FINISH: BLUE PAINT.

SPECIFICATIONS:

CAPACITY: 12,000 LBS MAX. LIFTING CAPACITY
9,600 LBS MAX. AXLE CAPACITY

PLATFORM:
84" X 102" SAFETY TREAD DECK
REMOVABLE GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

BOLLARDS RECOMMENDED (BY OTHERS)

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

SAFETY MAINTENANCE DEVICE

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

GENERAL NOTES:

1. ALL AXLES AND SHAFTS ARE CHROME PLATED.
2. ALL ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH TEFLO N SELF-LUBRICATING BEARINGS.
3. 3" VERTICAL AND 4" HORIZONTAL TOE CLEARANCE SIDES.
4. ADVANCE LIFTS, INC. TO SUPPLY:
   -(1) PREWIRED 18' LG. POWER CORD (FROM LIFT BASE TO PLUG).
   -(1) UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X.
5. FINISH: BLUE PAINT.

SPECIFICATIONS:

CAPACITY: 12,000 LBS MAX. LIFTING CAPACITY
9,600 LBS MAX. AXLE CAPACITY

PLATFORM:
84" X 102" SAFETY TREAD DECK
REMOVABLE GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

BOLLARDS RECOMMENDED (BY OTHERS)

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

SAFETY MAINTENANCE DEVICE

GUARDRAILS - STEEL
18" X 66" STEEL HINGED BRIDGE WITH CHAIN
42" X 66" CHOCK RAMP - STEEL
75" BETWEEN CYLINDER UPRIGHTS (PLTF WIDTH)
SAFETY CHAINS

GENERAL NOTES:

1. ALL AXLES AND SHAFTS ARE CHROME PLATED.
2. ALL ROLLERS AND PIVOT POINTS ARE EQUIPPED WITH TEFLO N SELF-LUBRICATING BEARINGS.
3. 3" VERTICAL AND 4" HORIZONTAL TOE CLEARANCE SIDES.
4. ADVANCE LIFTS, INC. TO SUPPLY:
   -(1) PREWIRED 18' LG. POWER CORD (FROM LIFT BASE TO PLUG).
   -(1) UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X.
5. FINISH: BLUE PAINT.