GENERAL NOTES:
1. All axles and shafts are chrome plated.
2. All rollers and pivot points are equipped with Teflon self-lubricating bearings.
3. 3" vertical and 4" horizontal toe clearance sides.
4. Advance Lifts, Inc. to supply:
   - (1) Prewired 18' LG. Power Cord (from lift base to plug).
   - (1) Up/Down Pushbutton Pendant Type Nema 1, 3, 3R, 4, 4X.
5. Finish: Blue Paint.
6. Typical electrical diagram for this unit: E22-1320. Typical hydraulic diagram for this unit: H13-256.

SPECIFICATIONS:
CAPACITY: 15,000 LBS MAX. LIFTING CAPACITY
12,000 LBS MAX. AXLE CAPACITY END.

PLATFORM:
- Platform: 62" X 144" SAFETY TREAD DECK
- Removable Guardrails - Steel
- 18" X 60" Steel Hinged Bridge with Chain
- 42" X 54" Chock Ramp - Steel
- 63" between Cylinder Uprights (Pltf Width)

SAFETY CHAINS

SPEED: 11 FPM

TRAVEL: 54" [FROM A 6" LOWERED HEIGHT]

LOWERED HEIGHT: 6"

POWER UNIT: 7.5 HP MOTOR, 230V 60Hz 3PH

SELF CONTAINED AND PRE-WIRED CONTROLS: UP/DOWN PUSHBUTTON PENDANT TYPE NEMA 1, 3, 3R, 4, 4X

IN NEMA 12 ENCLOSURE: MAGNETIC STARTER, W/ OVERLOAD 230V TO 24 V CONTROL TRANSFORMER.

VOLTAGE: 230V / 3PH

Advance to supply: NEMA L15-30P plug.

CUSTOMER TO SUPPLY: NEMA L15-30R receptacle.

APPROXIMATE SHIPPING WEIGHT: 5,790 LBS.

All dimensions are given in inches unless otherwise noted.