PERIMETER
JOINT
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HEAD DETAIL

SEALING BY OTHERS
|

OPENING HEIGHT

ACTUAL HEIGHT

SECTION HEIGHT

SECTION HEIGHT
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PERIMETER
JOINT

SILL PAN DEPTH——I

0.08 [2mm] EXTRUDED
ALUMINUM HEAD

11/27 X 1 1/2" X 1/8"

=T [3mm] EXTRUDED ALUMINUM

36" [914mm] LONG
EXTRUDED ALUMINUM
SPLICE ANGLE, IF REQ'D,
MILL FINISH, SHIP LOOSE

5/16” X 1" [25mm)]
HH ZP CS & NUT,
SHIP LOOSE

0.06” [2mm] FORMED ALUMINUM SILL
PAN, STANDARD, SHIP LOOSE, REF.
SILL DETAIL'S SILL PAN NOTES

;

INCREASES FORM 6.5” TO 8.0" [165mm TO 203mm] IF A
BLADE SUPPORT IS REQUIRED OR WHEN MOUNTING ANGLES
ARE SELECTED, FIELD SEAL ALL PENETRATIONS BY APPLYING
SEALANT BETWEEN SILL PAN AND ANCHOR CLIPS AND SEAL
OVER ANCHOR HEADS (BY OTHERS), FIELD SEAL LOUVER SILL
TO SILL PAN PROVIDING INTERMITTENT WEEPS (BY OTHERS)

SEALING AND NONCOMPRESSIBLE
DEAD LOAD SHIM, BY OTHERS

SILL DETAIL

SUPPORT ANGLE ]
SILL PAN DEPTH WITH BLADE SUPPORT OR WITH MOUNTING ANGLES
0.08 [2mm] EXTRUDED [ SILL PAN DEPTH W/O BLADE SUPPORT OR W/O MOUNTING ANGLES
ﬁ, ALUMINUM BLADE
A 0.08 [2mm] N N
YA I EXTRUDED 11/2" X 1.1/2
@] STACK DETAIL ALUMINUM X 1/8" [3mm]
| JAMB <<, EXTRUDED ALUMINUM <= <
I 36" [014mm] LONG SUPPORT ANGLE
| mm SEALING BY
|l EXTRUDED ALUMINUM  SEALING BY |} oThers
- SPLICE ANGLE, IF REQ'D, \_ R
| SHIP LOOSE —
| 0.13 [3mm] 0.25 [6mm] —=] |=—
ol 5/16” X 17 [25mm] SECTION WIDTH SECTION WIDTH
: HH 2P CS & NUT F’Eﬁgfﬁm—— ACTUAL WIDTH, SILL PAN WIDTH
v OPENING WIDTH
{=-6.00 [152mm] |
T B JAMB DETAIL SUPPORT DETAIL MULLION DETAIL
SECTION WIDTHS >60" [2524mm]
/—o.oa [2mm] EXTRUDED ALUMINUM SILL
0.06 [2mm] FORMED ALUMINUM SILL PAN W/ SEALED
CORNERS, STANDARD, SHIP LOOSE, SILL PAN DEPTH

MODEL: SCHB601
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