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HEAD DETAIL

P/—SEALING BY OTHERS

OPENING HEIGHT

ACTUAL HEIGHT

SECTION HEIGHT

SECTION HEIGHT

0.08 [2mm] EXTRUDED
ALUMINUM HEAD

11/27 X 1 1/27 X 1/8"

. [3mm] EXTRUDED ALUMINUM
SUPPORT ANGLE, WHEN WIDTH
IS >60" [1524mm]

| 0.08 [2mm] EXTRUDED
ALUMINUM BLADE

/ ol STACK DETAIL

L— SEALING BY OTHERS

=— ALUMINUM SPLICE ANGLE,
IF REQ'D, SHIP LOOSE

| 5/16”" X 1" [25mm]
HH ZP CS & NUT

I-— 7.09 [\{\BOmm] ——I

X

| 0.08 [2mm] EXTRUDED
ALUMINUM SILL

B 1

—]

PERIMETER
JOINT

SEALING AND NONCOMPRESSIBLE
DEAD LOAD SHIM, BY OTHERS

SILL DETAIL

Zaal 36” [914mm] LONG EXTRUDED

0.08 [2mm]
EXTRUDED _| |
ALUMINUM

JAMB

SEALING BY

OTHERS \,1

PERIMETER ___|

JOINT

36" [914mm] LONG EXTRUDED
ALUMINUM SPLICE ANGLE, IF REQ'D

5/168” X 1" [25MM]
HH ZP CS & NUT

11/2" X 1 1/2"
X 1/8" [3MM]
EXTRUDED ALUMINUM
SUPPORT ANGLE

)

b

SEALING BY

0.25 [6mm] —={|=— OTHERS

SECTION WIDTH
ACTUAL WIDTH

SECTION WIDTH —=—

JAMB

OPENING WIDTH

DETAIL SUPPORT DETAIL

SECTION WIDTHS >60" [2524mm]

MULLION DETAIL
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