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ROOF MEMBRANE

MIN. 3" (76mm) TO
MAKE AN AIR=TICHT
SEAL WITH SPF.

ROOF MEMBRANE MAY
EXTEND TO FORM AN
AIR=TIGHT SEAL WITH SPF
(BY ROOFING CONTRACTOR)

OPTIONAL: WHERE
HIGHER THERMAL
RESISTANCE REQUIRED,
APPLY ADDITIONAL
INSULATION IN STUD
CAVITY

CAVITY VENT

STUD
WALL

o
A

bt—————— ADHESIVE

let———— ROOF MEMBRANE

MASONRY
WALL

CONTINUOUS
CLOSED—-CELL SPF.
THICKNESS AS
REQUIRED.

CLEAR AIR SPACE
AS REQUIRED BY
DESIGNER FOR
REQUIRED CLADDING

TYPEW

PARAPET WITHOUT ROOF
VAPOR BARRIER

SPF SPRAY POLYURETHANE FOAM
CLOSED CELL SPRAY m NOTE(S)

CCSPF BOLYURETHANE FOAM
SPRAYED

c.. CONTINUQUS INSULATION POLYURETHANE

LGMF LIGHT GAUGE METAL FRAME FoAM For additional information, refer to Specifications
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