EE >FRAY POLYURETHANE FOAM I /A LLS I

CONTINUOUS
CLOSED—CELL SPF.
THICKNESS AS
REQUIRED. REFER TO
CONTINUOUS MANDATORY FULLY SPECS.
ADHERED FLASHING WITH
TERMINATION BAR AND WATER

CUT—OFF MASTIC

SHEET METAL THROUGH—WALL
FLASHING, MECHANICALLY

FASTENED INTO BACK UP WALL
AT 12” (305mm) 0.C. (BY
OTHERS)

AIR SPACE AS
REQUIRED PER
CODE

CONTINUOUS
BUTYL TAPE OR
SEALANT  (BY
OTHERS)

WALL

RIGID BOARD INSERTS DRAINAGE

OR SPF IN LIFTS TO MANDATORY

FILL THE CAVITY BELOW FLASHING | VENTS
THROUGH—WALL REQUIRED |
FLASHING

I

ENSURE BOTTOM
OF CAVITY IS
CLEAN TO ALLOW
WATER DRAINAGE

NOTE:

GENERIC VIEW OF ROOF ASSEMBLY BY OTHERS OR CONTACT CARLISLE
FOR ASSEMBLY TYPE & DETAILS

RISING WALL BETWEEN LOWER
ROOF AND UPPER ROOF

SPRAY POLYURETHANE FOAM
CLOSED CELL SPRAY m NOTE(S)

POLYURETHANE FOAM

CONTINUQUS INSULATION
LIGHT GAUGE METAL FRAME For additional information, refer to Specifications

© 2020 Carlisle Spray Foam Insulation, a division of Carlisle Construction Materials Incorporated
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