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CCW LM—800XL/LM—800XL—WG
LIQUID MASTIC OR EQUAL

SURE—SEAL TERMINATION
BAR OR EQUAL

CCW—705 OR EQUAL
THRU—-WALL FLASHING WITH END

MINERAL WOOL

STAINLESS STEEL DRIP—EDGE
MUST EXTEND BEYOND THE
FACE OF EXTERIOR CLADDING

CONTINUOUS SEALANT

HEAVY BEAD OF SEALANT OR
CONTINUOUS STRIP OF 1”7 WIDE
BUTYL TAPE
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CCW—705 OR EQUAL

THRU—WALL FLASHING

NOTES:

1. ENSURE THERE IS A PROPER
SEAL BETWEEN MEMBRANE
FLASHING AND THE WINDOW'S
PRIMARY SEAL TO CREATE A
CONTINUOUS AIR AND VAPOR
BARRIER.

2. COORDINATE WITH CARLISLE FOR
DIFFERENT WINDOW INSTALLATION
CONDITIONS.

MIN. 37 (76mm) OVERLAP
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WINDOW HEAD AND SILL WITH
WOOD BLOCKING IN ROUGH

SPRAY POLYURETHANE FOAM
CLOSED CELL SPRAY m NOTE(S)

POLYURETHANE FOAM

SPRAYED
CONTINUQUS INSULATION POLYURETHANE
LIGHT GAUGE METAL FRAME FoAM

OPENING

For additional information, refer to Specifications
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