. HERMOSET MEMBRANE EPDM I
ROOF MEMBRANE EXTENDED
UNDER METAL PANEL MIN
OF 12" (30cm) METAL ROOF
PANEL
MASTIC X000k VETAL ROOF
UNDERLAYMENT

SCREW TYPE FASTENER
FOR CONSTANT
COMPRESSION

MIN. 3" (7.5cm) WIDE
SecurTAPE AND EPDM
PRIMER

N\ ADDITIONAL LAYER

OF CURED
SHINGLES, SHAKES, \  MEMBRANE
SLATE, ETC. BY \

OTHERS \

UNDERLAYMENT MAT OF WATER
SHEDDING SYSTEM TO BE ABOVE \
CARLISLE MEMBRANE IN
SHINGLE—FASHION, OVERLAP MIN. 6”
(15cm)

CARLISLE FASTENER
& SEAM PLATE,
MAX. 12" (30cm)

0.C.
-\
6" (15cm) WIDE
PRESSURE—
2 SENSITIVE RUSS
DL AND EPDM PRIMER
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ROOF MEMBRANE \ N\ APPROVED
EXTENDED UNDER AN SUBSTRATE
THE SHINGLE \
COURSES \ NOTES:
1. REGARDLESS OF

ggﬁ%&%EAALDHESNE MEMBRANE EXPOSURE
SNl EXTEND MEMBRANE UNDER

FIRST 3 COURSES.

2. CARLISLE'S WARRANTY IS
LIMITED TO EXPOSED
PORTION OF ROOF
MEMBRANE.

DETAIL NO.

MRLISLEO ;Igc—):_N SHINGLED OR METAL PANEL U_1 BE
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