B HERMOSET MEMBRANE

EPDM I

CENTRALLY ALIGN
9”X9” (23X23cm)
PRESSURE—SENSITIVE
ELASTOFORM
FLASHING OVER
SPLICE INTERSECTION
AND EPDM PRIMER

6”X6” (15X15cm)
PRESSURE—SENSITIVE
ELASTOFORM FLASHING
AND EPDM PRIMER[1]

12”X12” (30X30cm) 4
PRESSURE—SENSITIVE
ELASTOFORM

FLASHING AND EPDM
PRIMER

CONTINUOUS
LAP SEALANT
AROUND
FLASHING

NOTES:

1. A 7"X9” (17.5cm X 23cm) PRESSURE—SENSITIVE PRE—CUT INSIDE /OUTSIDE CORNER MAY BE
CUT DOWN TO 6" X 8" (7.5cm X 7.5cm).

2. A HEAT GUN MUST BE USED WHEN FORMING PRESSURE—SENSITIVE ELASTOFORM FLASHING
IN COLDER TEMPERATURES.

5. APPLY PRIMER AND SecurTAPE TO ADHERE PIG EAR TO THE WALL.

INSIDE_CORNER FLASHING FOR DETAIL NO.
CARLISLE PROJECTS WITH 90—MIL MEMBRANE
¥ [OR 25 / 30 YEAR WARRANTIES U—15D.1

SYNTEC SYSTEMS | MAXIMUM WARRANTY: 30 YEARS THERMOSET UNIVERSAL

© 2022 Carlisle SynTec a division of Carlisle Construction Materials Incorporated



