METALWRAP-H wW/MR-100

JOINT BACK—UP FLASH
0.C. CONT. METALWRAP 100

3/47 HAT CHANNEL @ 16”

RAIL

SHOP APPLIED

AIR /VAPOR BARRIER
SEALANT ﬁ\\\\\\\\\‘

CONTINOUS METALWRAP PANEL

RAIL AT EACH PANEL SIDE ;
JOINT (36” 0.C.) VERWCALL;A\\\\

AND FASTENED INTO EACH
FRAMING MEMBER (16”7 TO 247
0.C.) HORIZONTALLY

SUBFRAMING FASTENER ——
ANCHORED INTO CENTER
OF METALWRAP CLIP

METALWRAP PANEL; —
FIELD CUT AS REQD

7/8" 3—COAT CEMENT
PLASTER O/ SELF—FURRING
METAL LATH

STEEL STUD
18 GA. MIN.

PANEL THRU FASTENER
TO SUPPORT Agj\\\\\\

SUBFRAMING

PANEL THRU—FASTENER

4444J////’ 

7/8" PLASTER CASING
BEAD WITH WEEP HOLES

APPLY BUTYL TO
FILL SHOULDER
BETWEEN MARRIAGE

6”7 WIDE SELF—ADHERING
FLEXIBLE MEMBRANE OR METAL
FLASHING— CONTINUOUS AT ALL
PANEL VERTICAL JOINTS ABOVE
WINDOW. PUNCTURE AT PANEL CLIP

THEN SEAL.
PRIMARY

MEMBRANE
FLASHING FROM
WINDOW
PERIMETER

TO PANEL LINER

SEALANT
BETWEEN
MEMBRANE
FLASH AND
PANEL LINER

WINDOW HEADER
PER STEEL
DESIGN

|_—— WOOD BLOCKING

HEAD FLASH; SHIM
AND PROVIDE
CLEARANCE BELOW
FACE TRIM FOR
DRAINAGE.

SEALANT AS REQUIRED
(BY OTHERS)

~— INTERIOR GYPSUM
BOARD

WINDOW
PRIMARY SEAL

(BY WINDOW
CONTRACTOR)

WINDOW
SECONDARY

SEAL (BY
OTHERS)

WINDOW AND
PANNING (BY
OTHERS)

... METAIWTap

Window Head w/ 3-Coat Plaster
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