HORIZONTAL

METALWRAP - MASONRY

WINDOW AND WINDOW
SUBSILL (BY OTHERS)

SEALANT
(BY OTHERS)

BRICK SILL

SECONDARY

MEMBRANE FLASHING(S);
WINDOW SEQUENCE

MAY REQUIRE UPPER
PORTION BY WINDOW
CONTRACTOR AND
LOWER PORTION BY
MASONRY CONTRACTOR.

SEALANT BETWEEN
PRIMARY AND
SECONDARY FLASHINGS

(INSTALLED WITH THE
SECONDARY FLASHING)

WINDOW SECONDARY
SEAL (BY OTHERS)

WINDOW PRIMARY
SEAL (BY WINDOW
CONTRACTOR)

)

I

EXTENDED
WOOD

END DAM LOWER FLASH
BEYOND JAMB RETURNS.

WEEP AS REQD

HOHMANN AND BARNARD
JOINT CLIP AND MASONRY

ANCHOR AT EACH PANEL —

SIDE JOINT (327 0.C.)
VERTICALLY AND INTO EACH

FLASHING (NBC)
o SEALANT BETWEEN
S PANEL LINER AND
- PRIMARY FLASH
-\PANEL THRU FASTENER

SUBSILL

PRIMARY MEMBRANE

WITH FLEXIBLE
MEMBRANE SEAL >

SHOP APPLIED
AIR/VAPOR BARRIER

FRAMING MEMBER (16" TO SEALANT
247 0.C.) HORIZONTALLY
STEEL STUD
44/ff//”///f’//f/ 18 GA. MIN.
METALWRAP PANEL
. —~— INTERIOR
2" AR CAVITY NERD
(1”7 OPTIONAL) S
k FLEXIBLE MEMBRANE SEAL = 37 x 3"
Window Sill

METALWFap
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