TotalClad MW PRO[':IEOTE:I).NALTCI-HE-M

Roof Construction
/(not by CENTRIA, unless specified)
Eave Or Rake

=N T

[

i i Cut Back This Face
Mineral Fiber For Thermal Break

Filler Insulation
(not by Centria)

Z

Y~
’”MMMM’ \Connection And Sealant
(not by CENTRIA,

\ ified
#14 Thru—Panel Screw* unless " specified)

@ 3" 0.C. |
Exterior /\/ 7 \
Perimet VA Eave Or Rake
erimeter g Structural
Sealant 1

#14 X 7/87 SD. Screw Interior Perimeter Sealant

With Sedling Washer A - T
@ 12" 0.C.
Centria TotalClad — | —
MW Panel /N
Exterior Side/ ‘ \\mteﬁor Side
(face 1) (face 2)
Panel Thickness Steel Line

Horizontal Panel—FEave Or Rake Detall

Notes: 1. Fire protection of the eave and rake structural may be required, subject to the project’s

building code requirements. Fire protection of the structural members is not by CENTRIA.

2. *Fastener type is subject to thickness of eave or rake structural material and the panel
thickness.

5. To conform to the requirements of the ASTM E119 fire resistance rating, the filler
insulation must have an approved classification marking for surface burning characteristics or
or fire resistance.

4. Reference the roof system’s erection drawings for specific roof details.
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