NOTE
REGLET FLASHING TO BE INSTALLED BELOW ALL WEEP HOLES.
SURFaced MOUNT COUNTERFLASHINGS NOT ACCEPTABLE.

FLASHING LAP NOTE
LAP RAKE WALL REGLET 2" MINIMUM WITH 2 ROWS OF BUTYL SEALANT.

STAINLESS STEEL CAVITY WALL FLASHING

MASONRY WEEP THROUGH WALL FLASHING
WEDGE SPACED 12" O.C.
CONTINUOUS APPROVED SEALANT
REGLET COUNTERFLASHING
RAKE WALL
APPROVED UNDERLAYMENT
SELF ADHERED ICE AND WATER
UNDERLAYMENT (EXTEND UP WALL 8" MIN.)
DMI IL20 PANEL
PLYWOOD SHEATHING (5/8" MIN.)

J CLOSURE
#10-13 GP PANCAKE HEAD FASTENER 12" O.C.
SET IN AND CAP WITH APPROVED SEALANT
ONE CONTINUOUS ROW OF BUTYL TAPE

MASSORY FASTENER

POP RIVET 12" O.C.
DO NOT PENETRATE PANEL LEG

NOTE: ALL DIMENSIONS SHOWN UNLESS OTHERWISE NOTED ARE MINIMUM DIMENSIONS.

RAKE WALL W/ WALL PANEL
DIMENSIONAL METALS, INC.
2014
3"=1'-0"
IL20