RIDGES EXCEEDING 100'-0" IN LENGTH REQUIRE THE USE OF A 6" COVER PLATE.

FLASHING LAP NOTE
LAP RIDGE/HP 4' MIN W/ 2 ROWS OF BUTYL SEALANT.
DO NOT POP RIVET LAPPED FLASHINGS.

RIDGE / HIP

FOUR #10-13 X 1" GP PANCAKE HEAD FASTENERS PER PANEL MIN.

INJECT APPROVED SEALANT BETWEEN PANEL LEG AND Z CLOSURE ZEE CLOSURE (REFER TO DETAIL 12-00 FOR INSTALLATION INSTRUCTIONS)

POP RIVET 12" O.C. APPROVED UNDERLAYMENT

1/4" WOOD FILLER

PLYWOOD SHEATHING (MIN. 5/8"

TWO CONTINUOUS ROWS OF BUTYL TAPE

DMI IL20 PANEL

DMI IL20 PANEL CLIP 30" O.C. MAX (FASTENED WITH 2 #14-13 X 1 1/2" MIN. DPI FASTENERS)

BOB END OF PANEL AND INJECT APPROVED SEALANT IN CORNERS

NOTE: ALL DIMENSIONS SHOWN UNLESS OTHERWISE NOTED ARE MINIMUM DIMENSIONS.