**FLASHING LAP NOTE**
LAP RAKE EDGE AND FASCIA 2" MINIMUM WITH 2 ROWS OF BUTYL SEALANT.

- PANEL CLIP 60" O.C. MAX (FASTENED WITH 2 #14-13 DPI FASTENER 1/2" MIN. PENETRATION INTO DECK)
- DMI DYNACLAD SYNTHETIC UDL OR EQUAL
- DMI ULTRA HT OR APPROVED EQUAL (EXTEND DOWN FASCIA 4")
- POP RIVET 12" O.C.
- DO NOT PENETRATE PANEL LEG
- ONE CONTINUOUS ROW OF BUTYL TAPE
- J CLOSURE
- RAKE EDGE
- #10-13 GP PANCAKE HEAD FASTENER 12" O.C.
- CLEAT
- FASCIA WRAP
- WOOD BLOCKING
- METAL DECKING

- 4 HOLE 18 GA. DMI BEARING PLATE
- DMI TL25 PANEL
- #14-13 DPI FASTENER 12" O.C. (1/2" MIN. PENETRATION INTO DECK) SEAL HEADS WITH BUTYL SEALANT
- RIGID INSULATION (FASTEN WITH 8 PLATES AND FASTENERS PER 4' X 8' SHEET)

**NOTE:** ALL DIMENSIONS SHOWN UNLESS OTHERWISE NOTED ARE MINIMUM DIMENSIONS.

**RAKE EDGE W/ FASCIA WRAP**

**DIMENSIONAL METALS, INC.**

**2014**

**3"=1'-0"**

**TL25**