
HEADBOX  SHADOW GAP CONFIGURATION

SINGLE ROLLER
LESS THAN 14' IN WIDTH

MULTIPLE (OVER/UNDER) ROLLER
MORE THAN 14' IN WIDTH

7-1/2" [190mm]

7-1/2" [190mm]

7-1/2" [190mm]

13-3/4" [350mm]

MULTIPLE (SIDE BY SIDE) ROLLER
MORE THAN 14' IN WIDTH

12-5/8" [320mm]

7-1/2" [190mm]

Expanding Fixings into Slab

Headbox with
Roller Mechanisms

3/8" Threaded Rod

Unistrut Channel

MCC Mounted on top of Headbox

2-1/2" Stud

5/8" Board

Expanding Fixings into Slab

Headbox with
Roller Mechanisms

3/8" Threaded Rod

Unistrut Channel

MCC Mounted on top of Headbox

2-1/2" Stud

5/8" Board

Expanding Fixings into Slab

Headbox with
Roller Mechanisms

3/8" Threaded Rod

Unistrut Channel

MCC Mounted on top of Headbox

2-1/2" Stud

5/8" Board

ALL HEADBOX SIZES SHOWN ARE FOR
CURTAIN DROPS LESS THAN 9' 10".
PLEASE SEE HEADBOX SIZING CHART FOR
CURTAIN DROPS MORE THAN 9'10".
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