CABLE RAIL REFERENCE DRAWING:
COMBO TERMINATION IN SINGLE CORNER WOOD POST

NOTE: DETAIL IS TYPICAL FOR BOTH 1/8" AND 3/16" DIAMETER CABLERAIL KITS.

CABLE

END FITTINGS:
- END CAP, COLORED POLYETHYLENE (STANDARD)
- OR ST. STL. (OPTIONAL)
- ST. STL. SNU-G-GRIP® WASHER-NUT (COVERED)
- 1" O.D. ST. STL. FLAT WASHER

ST.STL. THREADED TERMINAL, LONG SHANK

DRILL HOLE FOR THREADED TERMINAL
(OFFSET 1/2" MIN. FROM HOLE ABOVE).
CONFIRM DRILL DIAMETER WITH MANUFACTURER.

END FITTINGS:
- END CAP, COLORED POLYETHYLENE (STANDARD)
- OR ST. STL. (OPTIONAL)
- 1" O.D. ST. STL. FLAT WASHER

STAINLESS STEEL QUICK-CONNECT® INSET

DRILL HOLE THROUGH POST FOR QUICK-CONNECT® INSET.
CONFIRM DRILL DIAMETER WITH MANUFACTURER.

NOTE: OFFSET DRILL HOLES 1/2" MIN. SO FITTINGS WILL NOT HIT ONE ANOTHER INSIDE POST.