
TYPICAL MULTI-PLY DRAIN FLASHING

NOTE:  USE TAPERED ROOF INSULATION (EDGE STRIPS) TO
CREATE DRAIN SUMP. IF TOTAL INSULATION THICKNESS IS
LESS THAN OR EQUAL TO 1 1/2 IN.,  TAPER 12 IN. FROM
THE DRAIN CENTER.  IF TOTAL INSULATION THICKNESS IS
GREATER THAN 1 1/2 IN., TAPER 18 IN. FROM DRAIN CENTER.

FTR #101 SEALANT

ROOFING SOLUTIONS
INTELLIGENT

FTR FASTENER(S) & STRESS PLATE(S)
12" O.C. AROUND SUMP AREA

FIELD TAPER SUMP TO PROVIDE
A SMOOTH TRANSITION AS REQ.

EXTEND FTR NON-REINFORCED
MINIMUM OF 1/2" BEYOND INSIDE OF
CLAMPING RING

TAPERED INSULATION ATTACHED
PER SPECIFICATION REQUIREMENTS

FTR NON-REINFORCED
MEMBRANE FLASHINGDRAIN ASSEMBLY WITH CLAMPING

RING (BY OTHERS)

HOT AIR WELD

FTR-FB MEMBRANE ADHERED PER
SPECIFICATION REQUIREMENTS

FTR SBS MODIFIED BITUMEN BASE
PLY(S) PER SPECIFICATION
REQUIREMENTS

FTR COVER BOARD PER
SPECIFICATION REQUIREMENTS

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS
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