FIBERTITE AT FASCIA SYSTEM (STANDARD FASCIA)

PRODUCT ID. NO. H DIMENSION X DIMENSION

NAILER COVERAGE

F-2040 4" (101.6 mm) 2-3/4"
F-2055 5-1/2" (139.7 mm) [4-1/2"
F-2070 7" (177.8 mm) 5-3/4"
F-2085 8-1/2" (215.9 mm) | 7-1/4"

(69.9 mm) 1 NAILER
(108.0 mm) 2 NAILERS
(146.0 mm) 3 NAILERS
(184.2 mm) 4 NAILERS

FM APPROVED 1-645 / MIAMI DADE APPROVED

N

FTR OR FTR-FB MEMBRANE

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

NOTE:

INSTALL PRE-MANUFACTURED EDGE
SYSTEM PER SPECIFICATIONS AND
FIBERTITE'S INSTALLATION

REQUIREMENTS

FTR #101 SEALANT

1

#9 X 2" (50.8 mm) STAINLESS
STEEL FASTENERS (12" 0.C.)
(PROVIDED BY FIBERTITE)

EXTRUDED ANCHOR BAR

“Fiberlite

WOOD BLOCKING

ATTACHED @ 250 LBF/FT

~<—FASCIA COVER
(12"-0" LENGTHS)

BUTYL SEALING TAPE
(OPTIONAL)

INTELLIGENT

A ROOFING SOLUTIONS  J

GENERAL REFERENCE:
"FTR GS 02/13"

APPLICABLE SYSTEMS:

"FTR MA 02/13"
"FTR AD 02/13"

FIBERTITE AT FASCIA SYSTEM
(STANDARD FASCIA EDGE)
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