FIBERTITE 200 FASCIA SYSTEM

PRODUCT ID. NO.

H DIMENSION

X DIMENSION

NAILER COVERAGE

FAF-50
FAF-65
FAF-80
FAF-95
FAF-110
FAF-125

5" (127.0 mm)
6-1/2" (165.1 mm)
8" (203.2 mm)
9-1/2" (241.3 mm)
11" (279.4 mm)
12-1/2" (314.5 mm)

3" (76.2 mm)
4-1/2" (114.3 mm)
6" (152.4 mm)
7-1/2" (190.5 mm)
9" (228.6 mm)
10-1/2" (266.7 mm)

1 NAILER

2 NAILERS /
3 NAILERS T
4 NAILERS

5 NAILERS l

=

6 NAILERS

V

FM APPROVED UP TO 1-195

FASCIA COVER

24ga. GALVANIZED CONTINUOUS
CLEAT / WATERDAM

FASTEN WITH GALVANIZED ANNULAR

RING SHANK NAILS (6" 0.C.)
(PROVIDED BY FIBERTITE)

FTR MEMBRANE FLASHING
HOT AIR WELD

FTR OR FTR-FB MEMBRANE

&

NOTE:

INSTALL PRE-MANUFACTURED EDGE
SYSTEM PER SPECIFICATIONS AND
FIBERTITE'S INSTALLATION

7

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

FASTEN WITH GALVANIZED ANNULAR
RING SHANK NAILS (12" 0.C.)
(PROVIDED BY FIBERTITE)

REQUIREMENTS. BUTYL SEALING TAPE (OPTIONAL)
FIELD CRIMP
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