
ISSUE / REVISION DATEDRAWING #

GAF 
●

 1 Campus Drive Parsippany, NJ 07054 
● www.gaf.com ● technicalservices@gaf.com ● 800-766-3411

LEGEND

SCALE

N.T.S.

BASE FLASHING DETAIL FOR

NON-WALL SUPPORTED DECK

303

ASPHALTIC

 

2/20/20

NOTE:

1. THIS DETAIL ALLOWS WALL AND DECK TO MOVE INDEPENDENTLY.

2. THIS DETAIL SHOULD BE USED WHERE THERE IS ANY POSSIBILITY THAT DIFFERENTIAL MOVEMENT WILL OCCUR

BETWEEN THE DECK AND A VERTICAL SURFACE, SUCH AS AT A PENTHOUSE WALL. THE VERTICAL WOOD MEMBER

SHOULD BE FASTENED TO THE DECK ONLY. THIS IS ONE SATISFACTORY METHOD OF JOINING THE TWO-PIECE

FLASHING SYSTEM. OTHER METHODS MAY BE USED.

3. COUNTERFLASHING MUST EXTEND AT LEAST 4" (102 mm) BELOW THE TOP EDGE OF THE BASE FLASHING AND 3" (76 mm)

BELOW BASE FLASHING FASTENERS.
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MIN.

MULTIPLE LAYERS

OF ENERGYGUARD

™

ROOF INSULATION

ROOF

DECK/SUBSTRATE

RUBEROID

®

/ GAFGLAS

®

MEMBRANE

RUBEROID

®

/ GAFGLAS

®

FLASHING MEMBRANE

BASE / PLY SHEET(S)

COMPRESSIBLE

INSULATION

WOOD CANT STRIP TO PROVIDE

STRUCTURAL STRENGTH -NAIL

TOP AND BOTTOM APPROX. 16"

(406 mm) O.C.

METAL REGLET

FASTENERS APPROX.

24" (610 mm) O.C.

3" (76 mm) LAP WITH

SEALANT

FLEXIBLE VAPOR

RETARDER TO SERVE

AS INSULATION

RETAINER

WOOD NAILER SECURED TO DECK

WITH APPROPRIATE FASTENERS

APPROX. 24" (610 mm) O.C.

LAP METAL AT JOINTS W/

2" (51 mm) WIDE CLIP

-APPROX. 30" (762 mm) O.C.

REMOVABLE COUNTERFLASHING
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