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NOTE:

1. WHITE COLORED M-CURB

™

 PITCH POCKET ONLY COMPATIBLE WITH M-THANE

™

 ONE-PART POURABLE SEALANT.

TM

10-YEAR MAX. WARRANTY

PENETRATION(S)

COAT PENETRATIONS WITH M-BOND

™

ADHESIVE/SEALER UP AT LEAST 1"

(25 mm) ABOVE TOP OF POURABLE

SEALANT

BEAD OF M-BOND

™

 ADHESIVE/SEALER

AROUND BASE OF PENETRATIONS

M-THANE

™

 ONE- PART POURABLE SEALANT

(SEE NOTE #1)

COAT PENETRATIONS WITH M-BOND

™

ADHESIVE/SEALER UP AT LEAST 1" (25 mm)

ABOVE M-CURB

™

 PITCH POCKET

MINIMUM 1" (25 mm) BETWEEN

PENETRATIONS AND M-CURB

™

M-THANE

™

 ONE-PART POURABLE

SEALANT (SEE NOTE #1)

M-BOND

™

 ADHESIVE/SEALER

UNDER M-CURB

™

 AND AT

SCARF JOINTS

 M-CURB

™

 PITCH POCKET

FIELD OF ROOF

M-CURB

™

PITCH POCKET

M-BOND

™

 ADHESIVE / SEALER
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