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FLASHING RECEIVER

FASTENERS

BASE FLASHING

UNIT MOUNTING CURB

INSULATION

COUNTERFLASHING

METAL FRAME

FASTENERS MAXIMUM 8" (102 mm)O.C.

INSULATION

(OPTIONAL)

WOOD NAILER FASTENED TO DECK

UNIT

ENERGYGUARD  ROOF INSULATION

8" (203 mm) MIN.

DECK
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ENERGYGUARD

™

 CANT STRIP

-SET IN BITUMEN

RUBEROID

®

/ GAFGLAS

®

 MEMBRANE

NOTE:

1. BASE FLASHING ON ALL 15- & 20-YEAR GUARANTEE SYSTEMS

MUST HAVE A BASE PLY. REFER TO FLASHING APPLICATION AND

FLASHING SPECIFICATION PLATE SECTIONS.

BASE / PLY SHEET(S)

WOOD NAILER

-NOMINAL 2" (51 mm) X 4" (102 mm)

BASE OF UNIT EXTENDS 1/2"

(13 mm) MINIMUM BEYOND AND

DOWN OVER TOP OF CURB

SEALING MATERIAL MUST

BE CONTINUOUS ON THE

PERIMETER

RUBEROID

®

/ GAFGLAS

®

BASE FLASHING

COUNTERFLASHING FASTENED

APPROX. 18" (457 mm) O.C.

WOOD NAILER - NOMINAL 2" (51

mm) x 4" (102 mm)
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