
ROOF DECK/SUBSTRATE

EVERGUARD® TPO UTILITY FLASHING MEMBRANE
(TPO ONLY) OR MIN. 8" (203 mm) WIDE
REINFORCED EVERGUARD® MEMBRANE

UNREINFORCED T-JOINT
COVER PATCHES MIN. 4"
(102 mm) IN DIAMETER
REQUIRED FOR 60 MIL, 70
MIL AND 80 MIIL TPO, OR 80
MIL PVC FIELD-FABRICATED
STRIP ONLY.

REINFORCED EVERGUARD®

MEMBRANE FIELD SHEETS
(NOT TO SCALE)

8" (203 mm)

2" (51 mm)

2" (51 mm)
DRILL-TEC™ PLATES AND
FASTENERS (MECHANICALLY
ATTACHED SYSTEMS ONLY)

REINFORCED EVERGUARD® MEMBRANE

HEAT-WELDED LAP

FLEXSEAL™ CAULK GRADE SEALANT

ENERGYGUARD™ ROOF INSULATION
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SCALE
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THIS DETAIL APPLIES TO:

ADHERED SYSTEMS
SELF-ADHERED SYSTEMS

MECHANICALLY ATTACHED SYSTEMS

END LAP WITH COVER STRIP

103A

SINGLE-PLY: TPO & PVC  

8/24/20

NOTE:

1.  FOR INSULATION THICKNESS GREATER THAN 8" (203 mm), A COVER BOARD IS REQUIRED ON MECHANICALLY ATTACHED
SYSTEMS ONLY.
2. THIS DETAIL REQUIRED FOR ALL FLEECE-BACK MEMBRANES AND OPTIONAL FOR ALL LISTED SYSTEMS BELOW.

HEAT-WELDED
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