SINGLE-PLY: TPO & PVC

REFERENCE EVERGUARD® DETAIL 317D
FOR INTERMITTENT FASTENING

REFERENCE EVERGUARD®
300 SERIES PARAPET WALL
AND CURB DETAILS FOR
TERMINATION

DRILL-TEC™ PLATES

& FASTENERS 12" oy
(305 mm) O.C.
VERTICALLY UP

WALL

REINFORCED 5' (1.52 m) WIDE
EVERGUARD® MEMBRANE
-RUN MEMBRANE WIDTH
VERTICALLY UP AND OVER
WALL

\ REINFORCED EVERGUARD®
N ’f{\\‘ MEMBRANE (PERIMETER
q “ SHEET IF REQUIRED)
MULTIPLE LAYERS OF
ENERGYGUARD"™ ROOF
' INSULATION
HEAT-WELD LAPS 4} ROOF DECK/SUBSTRATE
NOTE:
1. WALL HEIGHTS OVER 10' (3.05 M) HIGH REQUIRE THE ENTIRE WALL TO BE FULLY ADHERED. UNDER 10' (3.05 m) CAN BE DRY
HUNG WITHOUT ADHESIVE.

LEGEND

HIGH WALL FLASHING WITH 5' (1.52 m) WIDE SHEETS

DRAWING # THIS DETAIL APPLIES TO: ISSUE / REVISION DATE SCALE

3178 ALL SYSTEMS 8/24/20 NTS.
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