SINGLE-PLY: TPO & PVC

EVERGUARD® TPO UTILITY FLASHING
MEMBRANE (TPO ONLY) OR MIN. 8" (203 mm)
WIDE REINFORCED EVERGUARD® MEMBRANE

REINFORCED
EVERGUARD®
MEMBRANE EVERGUARD® COATED EDGE METAL FASTENED WITH
GALV. RING SHANK NAILS 4" (102 mm) O.C. STAGGERED
= CONTINUOUS GALVANIZED ANCHOR
CLEAT-FASTEN PER MANUFACTURER
7

<

SHINGLE, TILE OR METAL
SYSTEM

ENERGYGUARDT”J

ROOF INSULATION

WOOD NAILER, 5/4" (31.8 mm)
x 4" (102 mm) MIN. SECURED
TO DECK

ROOF DECK / SUBSTRATE

1. MINIMUM SLOPE IS 2:12 FOR SHINGLE PORTION OF ROOF.
2. FOR INSULATION THICKNESS GREATER THAN 8” (203 mm), A COVER BOARD IS REQUIRED ON MECHANICALLY ATTACHED

SYSTEMS ONLY.
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LOW-SLOPE TO STEEP-SLOPE TRANSITION DETAIL
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ADHERED SYSTEMS
6 1 O SELF-ADHERED SYSTEMS 8/17/20 N.T.S.

MECHANICALLY ATTACHED SYSTEMS
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