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CIRCUMFERENCE OF PENETRATION
+ 2" (52 mm) MIN.

SPACE CUTS EVENLY

NOTES:
1. USE DETAIL IN CONJUNCTION WITH THE STANDARD ROOF EDGE DETAIL FOR APPROVED ROOF SYSTEM.
2. FOR GAF SA VAPOR RETARDER XL, PRIMER IS NOT REQUIRED.
3. REFER TO GAF SA PRIMER INSTALLATION INSTRUCTIONS FOR GENERAL GUIDELINES.
4. MAINTAIN SEPARATION BETWEEN VAPOR RETARDER AND MEMBRANE/ADHESIVE TO AVOID POTENTIAL

INCOMPATIBILITY ISSUES.

ROOF DECK/SUBSTRATE

FOAM FILLED GAP AT
PENETRATION OPENING WHEN NEEDED TO
SUPPORT VAPOR RETARDER

MINIMUM 1/2" (12.7 mm) THICK
GLASS-MAT-FACED OR
FIBER-REINFORCED
GYPSUM BOARD

STEEL DECK

PIPE PENETRATION

GAF SA PRIMER
(SEE NOTE 2)

GAF SA PRIMER
(SEE NOTE 2)

FLEXSEAL™ CAULK
GRADE SEALANT

DETAIL

SCALEISSUE DATE
ROOF AREA

SA VAPOR RETARDER

Self-Adhered Membrane

ALT. PIPE PENETRATION DETAIL

PENETRATIONS 7/22/22 N.T.S.

506B

1 Campus Drive Parsippany, NJ 07054 
| technicalservices@gaf.com | gaf.com

LEGEND


	Sheets and Views
	506B


